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Chapter 1: ML630 Board Features and Operation

Note: Dual 2-to-1 Mux “B” input clk_n clock nets are sourced from 8x8 crosspoint switch U58. All 
GTH REFCLK inputs are AC coupled.

Table 1-42: ML630 FPGA U2 GTH Reference Clocks

U2 GTH 
Bank

Page
U2 

Pin No.

Dual 2-to-1 Multiplexer Page 13 Input Clock Pair 
Net Name (P/N)

Input SMA 
J126/J127 Page 13 
U127 1-to-6 Driver

Pin No. Ref. Des. Pin No. Input Pin No. Output

106 74 R41 19 U120 1/2 CLK0A U2_TEST_REFCLK0 5/6 Q0

R42 18 U120 4/5 CLK0B CLK8

107 74 J41 13 U120 6/7 CLK1A U2_TEST_REFCLK1 8/9 Q1

J42 12 U120 9/10 CLK1B CLK9

108 74 E41 19 U121 1/2 CLK0A U2_TEST_REFCLK2 11/12 Q2

E42 18 U121 4/5 CLK0B CLK10

116 76 E4 13 U121 6/7 CLK1A U2_TEST_REFCLK3 13/14 Q3

E3 12 U121 9/10 CLK1B CLK11

117 76 R4 19 U122 1/2 CLK0A U2_TEST_REFCLK4 16/17 Q4

R3 18 U122 4/5 CLK0B CLK12

118 76 J4 13 U122 6/7 CLK1A U2_TEST_REFCLK5 19/20 Q5

J3 12 U122 9/10 CLK1B CLK13
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Detailed Description

FMC HPC Connectors
Figure 1-2 callout [48, 49] 

The ML630 board features two high pin count (HPC) connectors as defined by the VITA 
57.1.1 FPGA Mezzanine Card (FMC) specification. The FMC HPC connector is a 10 x 40 
position socket that is fully populated with 400 pins. Refer to Appendix B, VITA 57.1 FMC 
HPC Connector Pinout for a cross-reference of signal names to pin coordinates.

Note: The FMC HPC J290 and J104 connectors are keyed so that a plug-on FMC card faces away 
from the ML630 board.

The 10 x 40 pin positions of a FMC HPC connector provide connectivity for up to:

• 160 single-ended or 80 differential pairs of user-defined signals

• 10 MGT differential transmit and 10 MGT differential receive channels

• 2 MGT differential clocks

• 4 additional differential clocks

• 159 ground, 15 power connections

Of the above signal and clock connectivity capability, the ML630 FMC HPC connectors 
implement the full set:

• 80 differential user-defined pairs:

• 34 LA pairs

• 24 HA pairs

• 22 HB pairs

• 10 MGT differential transmit and receive channels

• 2 MGT differential clocks

• 4 additional MGT differential clocks

Note: The VADJ voltage for the FMC HPC connectors on the ML630 board is fixed at 2.5V 
(non-adjustable). The 2.5V rail cannot be turned off. The VITA 57.1 FMC interfaces on the ML630 
board are compatible with 2.5V mezzanine cards capable of supporting 2.5V VADJ.

The FMC HPC connectors on the ML630 board are identified as: FMC1 at J290 and FMC2 
at J104. The connections for these connectors are listed in Table 1-43 and Table 1-44. Power 
supply voltages for the FMC HPC connectors are listed in Table 1-45.
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Table 1-43: FMC1 J290 HPC Connections

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.

DP1_M2C_P A2 U2_MGTRX1_100_P BC42 RES1 B1 NC

DP1_M2C_N A3 U2_MGTRX1_100_N BC41 DP9_M2C_P B4 U2_MGTRX0_102_P AL38

DP2_M2C_P A6 U2_MGTRX2_100_P BB40 DP9_M2C_N B5 U2_MGTRX0_102_N AL37

DP2_M2C_N A7 U2_MGTRX2_100_N BB39 DP8_M2C_P B8 U2_MGTRX0_102_P AM40

DP3_M2C_P A10 U2_MGTRX3_100_P BA41 DP9_M2C_N B9 U2_MGTRX0_102_N AM39

DP3_M2C_N A11 U2_MGTRX3_100_N BA41 DP8_M2C_P B12 U2_MGTRX0_102_P AY40

DP4_M2C_P A14 U2_MGTRX1_101_P AV40 DP9_M2C_N B13 U2_MGTRX0_102_N AY39

DP4_M2C_N A15 U2_MGTRX1_101_N AV39 DP8_M2C_P B16 U2_MGTRX0_102_P AT40

DP5_M2C_P A18 U2_MGTRX3_101_P AP40 DP9_M2C_N B17 U2_MGTRX0_102_N AT39

DP5_M2C_N A19 U2_MGTRX3_101_N AP39 GBTCLK1_M2C_P B20 U2_MGTREFCLK0_101_P AU37

DP1_C2M_P A22 U2_MGTTX1_100_P AY44 GBTCLK1_M2C_N B21 U2_MGTREFCLK0_101_N AU39

DP1_C2M_N A23 U2_MGTTX1_100_N AY43 DP9_C2M_P B24 U2_MGTTX0_102_P AN42

DP2_C2M_P A26 U2_MGTTX2_100_P AW42 DP9_C2M_N B25 U2_MGTTX0_102_N AN41

DP2_C2M_N A27 U2_MGTTX2_100_N AW41 DP8_C2M_P B28 U2_MGTTX1_102_P AM44

DP3_C2M_P A30 U2_MGTTX3_100_P AV44 DP8_C2M_N B29 U2_MGTTX1_102_N AM43

DP3_C2M_P A31 U2_MGTTX3_100_N AV43 DP7_C2M_P B32 U2_MGTTX0_101_P AU42

DP4_C2M_N A34 U2_MGTTX1_101_P AT44 DP7_C2M_N B33 U2_MGTTX0_101_N AU41

DP4_C2M_N A35 U2_MGTTX1_101_N AT43 DP6_C2M_P B36 U2_MGTTX2_101_P AR42

DP5_C2M_N A38 U2_MGTTX3_101_P AP44 DP6_C2M_N B37 U2_MGTTX2_101_N AR41

DP5_C2M_N A39 U2_MGTTX3_101_N AP43 RES0 B40 NC

PG_C2M D1 10K P/U TO VCC3V3

DP0_C2M_P C2 U2_MGTTX0_100_P BB44 GBTCLK0_M2C_P D4 U2_MGTREFCLK0_100_P BA37

DP0_C2M_N C3 U2_MGTTX0_100_N BB43 GBTCLK0_M2C_N D5 U2_MGTREFCLK0_100_N BA38

DP0_M2M_P C6 U2_MGTRX0_100_P BD40

DP0_M2M_N C7 U2_MGTRX0_100_N BD39 LA01_P_CC D8 FMC1_LA01_CC_P AW13

LA0_N_CC D9 FMC1_LA01_CC_N AY13

LA06_P C10 FMC1_LA06_P AP15 LA05_P D11 FMC1_LA05_P AP16

LA06_N C11 FMC1_LA06_N AP14 LA05_N D12 FMC1_LA05_N AR16

LA10_P C14 FMC1_LA010_P AU13 LA09_P D14 FMC1_LA09_P AT15

LA10_N C15 FMC1_LA10_N AV13 LA09_N D15 FMC1_LA09_N AU15

LA14_P C18 FMC1_LA14_P BA14 LA13_P D17 FMC1_LA13_P AU16

LA14_N C19 FMC1_LA14_N BA13 LA13_N D18 FMC1_LA13_N AV16
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LA18_P_CC C22 FMC1_LA18_CC_P AN19 LA17_P_CC D20 FMC1_LA17_CC_P AL19

LA18_N_CC C23 FMC1_LA18_CC_N AP19 LA17_N_CC D21 FMC1_LA17_CC_N AL18

LA27_P C26 FMC1_LA27_P BB17 LA23_P D23 FMC1_LA23_P BA17

LA27_N C27 FMC1_LA27_N BC16 LA23_N D24 FMC1_LA23_N BA16

SCL C30
U1_SCL 

(Ref. Schem. PG.10)
LA26_P D26 FMC1_LA26_P AY17

SDA C31
U1_SDA 

(Ref. Schem. PG.10)
LA26_N D27 FMC1_LA26_N AY16

GA0 C34
GA0 

(Ref. Schematic PG.5)
J104.C34 TCK D29

FMC1_TCK_BUF
(Ref. Schematic PG.5)

PG5

12P0V_1 C25 U1_VCC12_P TDI D30 FMC1_TDI_BUF J51.1

12P0V_2 C37 U1_VCC12_P TDO D31 FMC1_TDO J51.3

3P3V_1 C39 VCC3V3 3P3VAUX D32 VCC3V3

TMS D33
FMC1_TMS_BUF 

(Ref. Schematic PG.5)

TRST_L D34 NC

GA1 D35
GA1 

(Ref. Schematic PG.10)
J104.D35

3P3V_2 D36 VCC3V3

3P3V_3 D38 VCC3V3

3P3V_4 D40 VCC3V3

HA01_P_CC E2 FMC1_HA01_CC_P AW10 PG_M2C F1 10K P/U TO VCC3V3

HA01_N_CC E3 FMC1_HA01_CC_N AY10 HA00_P_CC F4 FMC1_HA00_CC_P BA10

HA05_P E6 FMC1_HA05_P AY12 HA00_N_CC F5 FMC1_HA00_CC_N BB10

HA05_N E7 FMC1_HA05_N BA12 HA04_P F7 FMC1_HA04_P BD11

HA09_P E9 FMC1_HA09_P BB12 HA04_N F8 FMC1_HA04_N BD10

HA09_N E10 FMC1_HA09_N BC12 HA08_P F10 FMC1_HA08_P AV12

HA13_P E12 FMC1_HA13_P AW11 HA08_N F11 FMC1_HA08_N AV11

HA13_N E13 FMC1_HA13_N AY11 HA12_P F13 FMC1_HA12_P AT13

HA16_P E15 FMC1_HA16_P AN11 HA12_N F14 FMC1_HA12_N AU12

HA16_N E16 FMC1_HA16_N AP10 HA15_P F16 FMC1_HA15_P AK10

HA20_P E18 FMC1_HA20_P BC23 HA15_N F17 FMC1_HA15_N AL10

HA20_N E19 FMC1_HA20_N BD23 HA19_P F19 FMC1_HA19_P AT24

HB03_P E21 FMC1_HB03_P AY22 HA19_N F20 FMC1_HA19_N AU24

Table 1-43: FMC1 J290 HPC Connections (Cont’d)

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.
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HB03_N E22 FMC1_HB03_N AY21 HB02_P F22 FMC1_HB02_P BB22

HB05_P E24 FMC1_HB05_P BC21 HB02_N F23 FMC1_HB02_N BC22

HB05_N E25 FMC1_HB05_N BD21 HB04_P F25 FMC1_HB04_P BB19

HB09_P E27 FMC1_HB09_P AW20 HB04_N F26 FMC1_HB04_N BC19

HB09_N E28 FMC1_HB09_N AW19 HB08_P F28 FMC1_HB08_P AY20

HB13_P E30 FMC1_HB13_P AT22 HB08_N F29 FMC1_HB08_N BA19

HB13_N E31 FMC1_HB31_N AU22 HB012_P F31 FMC1_HB12_P AL22

HB19_P E33 FMC1_HB19_P AU21 HB012_N F32 FMC1_HB12_N AM21

HB19_N E34 FMC1_HB19_N AV21 HB16_P F34 FMC1_HB16_P AK22

HB21_P E36 FMC1_HB21_P AN24 HB16_N F35 FMC1_HB16_N AK21

HB21_P E37 FMC1_HB21_N AP24 HB20_P F37 FMC1_HB20_P BA25

VADJ_1 E39 U1_VCCAUX (2.50V) HB20_N F38 FMC1_HB20_N BB25

VADJ_2 F40 U1_VCCAUX (2.50V)

VREF_A_M2C H1 NC

CLK1_M2C_P G2 FMC1_CLK1_M2C_P AK15 PRSNT_M2C_L H2 FMC1_PRSNT_M2C_L BD15

CLK1_M2C_N G3 FMC1_CLK1_M2C_N AL14 CLK0_M2C_P H4 FMC1_CLK0_M2C_P AL12

LA00_P_CC G6 FMC1_LA00_CC_P BC14 CLK0_M2C_N H5 FMC1_CLK0_M2C_N AM12

LA00_N_CC G7 FMC1_LA00_CC_N BD13 LA02_P H7 FMC1_LA02_P AJ15

LA03_P G9 FMC1_LA03_P AM16 LA02_N H8 FMC1_LA02_N AJ14

LA03_N G10 FMC1_LA03_N AN16 LA04_P H10 FMC1_LA04_P AJ16

LA08_P G12 FMC1_LA08_P AM14 LA04_N H11 FMC1_LA04_N AK16

LA08_N G13 FMC1_LA08_N AN14 LA04_P H13 FMC1_LA07_P AR15

LA12_P G15 FMC1_LA12_P AV14 LA07_N H14 FMC1_LA07_N AT14

LA12_N G16 FMC1_LA123_N AW14 LA11_P H16 FMC1_LA11_P AW15

LA16_P G18 FMC1_LA16_P BB14 LA11_N H17 FMC1_LA11_N AY15

LA16_N G19 FMC1_LA16_N BC13 LA15_P H19 FMC1_LA15_P BA15

LA20_P G21 FMC1_LA20_P AK17 LA15_N H20 FMC1_LA15_N BB15

LA20_N G22 FMC1_LA20_N AL17 LA19_P H22 FMC1_LA19_P AM17

LA22_P G24 FMC1_LA22_P AJ18 LA19_N H23 FMC1_LA19_N AN17

LA22_N G25 FMC1_LA22_N AK18 LA21_P H25 FMC1_LA21_P AJ20

LA25_P G27 FMC1_LA25_P BC18 LA21_N H26 FMC1_LA21_N AJ19

LA25_N G28 FMC1_LA25_N BD18 LA24_P H28 FMC1_LA24_P AY18

Table 1-43: FMC1 J290 HPC Connections (Cont’d)

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.
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LA29_P G30 FMC1_LA29_P AV17 LA24_N H29 FMC1_LA24_N BA18

LA29_N G31 FMC1_LA29_N AW16 LA28_P H31 FMC1_LA28_P AV18

LA31_P G33 FMC1_LA31_P AT17 LA28_N H32 FMC1_LA28_N AW18

LA31_N G34 FMC1_LA31_N AU17 LA30_P H34 FMC1_LA30_P AT19

LA33_P G36 FMC1_LA33_P AR18 LA30_N H35 FMC1_LA30_N AT18

LA33_N G37 FMC1_LA33_N AR17 LA32_P H37 FMC1_LA32_P AN18

VADJ_3 G39 U1_VCCAUX (2.50V) LA32_N H38 FMC1_LA32_N AP18

VADJ_4 H40 U1_VCCAUX (2.50V)

VREF_B_M2C K1 NC

CLK3_M2C_P J2
U2_MGTREFCLK1 

_100_P
AW37 CLK2_M2C_P K4

U2_MGTREFCLK1
_101_P

AR37

CLK3_M2C_N J3
U2_MGTREFCLK1

_100_P
AW38 CLK2_M2C_N K5

U2_MGTREFCLK1
_101_P

AR38

HA03_P J6 FMC1_HA03_P BB11 HA02_P K7 FMC1_HA02_N AU11

HA03_N J7 FMC1_HA03_N BC11 HA02_N K8 FMC1_HA02_N AU10

HA07_P J9 FMC1_HA07_P AR10 HA06_P K10 FMC1_HA06_N AR12

HA07_N J10 FMC1_HA07_N AT10 HA06_N K11 FMC1_HA06_N AT12

HA11_P J12 FMC1_HA11_P AM11 HA10_P K13 FMC1_HA10_N AN13

HA11_N J13 FMC1_HA11_N AM10 HA10_N K14 FMC1_HA10_N AN12

HA14_P J15 FMC1_HA14_P AK13 HA17_P_CC K16 FMC1_HA17_CC_P AR23

HA14_N J16 FMC1_HA14_N AL13 HA17_N_CC K17 FMC1_HA17_CC_N AT23

HA18_P J18 FMC1_HA18_P BC24 HA21_P K19 FMC1_HA21_P AV24

HA18_N J19 FMC1_HA18_N BD24 HA21_N K20 FMC1_HA21_N AW24

HA22_P J21 FMC1_HA22_P AP25 HA23_P K22 FMC1_HA23_P AL24

HA22_N J22 FMC1_HA22_N AR25 HA23_N K23 FMC1_HA23_N AM24

HB01_P J24 FMC1_HB01_P BD20 HB00_P_CC K25 FMC1_HB00_CC_P BA22

HB01_N J25 FMC1_HB01_N BD19 HB00_N_CC K26 FMC1_HB00_CC_N BB21

HB07_P J27 FMC1_HB07_P BA20 HB06_P_CC K28 FMC1_HB06_CC_P AV22

HB07_N J28 FMC1_HB07_N BB20 HB06_N_CC K29 FMC1_HB06_CC_N AW21

HB11_P J30 FMC1_HB11_P AU19 HB10_P K31 FMC1_HB10_P AT20

HB11_N J31 FMC1_HB11_N AV19 HB10_N K32 FMC1_HB10_N AU20

HB15_P J33 FMC1_HB15_P AN21 HB14_P K34 FMC1_HB14_P AM22

HB15_N J34 FMC1_HB15_N AP20 HB14_N K35 FMC1_HB14_N AN22

Table 1-43: FMC1 J290 HPC Connections (Cont’d)

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.
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HB18_P J36 FMC1_HB18_P BC24 HB17_P_CC K37 FMC1_HB17_CC_P AP21

HB18_N J37 FMC1_HB18_N BD24 HB17_N_CC K38 FMC1_HB17_CC_N AR20

VIO_B_M2C_1 J39 NC VIO_B_M2C_2 K40 NC

Table 1-43: FMC1 J290 HPC Connections (Cont’d)

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J290 FMC1 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.
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Table 1-44: FMC2 J104 HPC Connections

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.

DP1_M2C_P A2 U2_MGTRX1_103_P AG38 RES1 B1 NC

DP1_M2C_N A3 U2_MGTRX1_103_N AG37 DP9_M2C_P B4 U2_MGTRX0_105_P AD40

DP2_M2C_P A6 U2_MGTRX2_103_P AF40 DP9_M2C_N B5 U2_MGTRX0_105_N AD39

DP2_M2C_N A7 U2_MGTRX2_103N AF39 DP8_M2C_P B8 U2_MGTRX0_105_P AC38

DP3_M2C_P A10 U2_MGTRX3_103_P AE38 DP9_M2C_N B9 U2_MGTRX0_105_N AC37

DP3_M2C_N A11 U2_MGTRX3_103_N AE37 DP8_M2C_P B12 U2_MGTRX0_104_P Y40

DP4_M2C_P A14 U2_MGTRX1_104_P W38 DP9_M2C_N B13 U2_MGTRX0_104_N Y39

DP4_M2C_N A15 U2_MGTRX1_104_N W37 DP8_M2C_P B16 U2_MGTRX0_104_P V40

DP5_M2C_P A18 U2_MGTRX3_104_P U38 DP9_M2C_N B17 U2_MGTRX0_104_N V39

DP5_M2C_N A19 U2_MGTRX3_104_N U37 GBTCLK1_M2C_P B20 U2_MGTREFCLK0_104_P AB35

DP1_C2M_P A22 U2_MGTTX1_103_P AH44 GBTCLK1_M2C_N B21 U2_MGTREFCLK0_104_N AB36

DP1_C2M_N A23 U2_MGTTX1_103_N AH43 DP9_C2M_P B24 U2_MGTTX0_105_P AE42

DP2_C2M_P A26 U2_MGTTX2_103_P AG42 DP9_C2M_N B25 U2_MGTTX0_105_N AE41

DP2_C2M_N A27 U2_MGTTX2_103_N AG41 DP8_C2M_P B28 U2_MGTTX1_105_P AD44

DP3_C2M_P A30 U2_MGTTX3_103_P AF44 DP8_C2M_N B29 U2_MGTTX1_105_N AD43

DP3_C2M_P A31 U2_MGTTX3_103_N AF43 DP7_C2M_P B32 U2_MGTTX0_104_P AA42

DP4_C2M_N A34 U2_MGTTX1_104_P Y44 DP7_C2M_N B33 U2_MGTTX0_104_N AA41

DP4_C2M_N A35 U2_MGTTX1_104_N Y43 DP6_C2M_P B36 U2_MGTTX2_104_P W42

DP5_C2M_N A38 U2_MGTTX3_104_P V44 DP6_C2M_N B37 U2_MGTTX2_104_N W41

DP5_C2M_N A39 U2_MGTTX3_104_N V43 RES0 B40 NC

PG_C2M D1 10K P/U TO VCC3V3

DP0_C2M_P C2 U2_MGTTX0_103_P AJ42 GBTCLK0_M2C_P D4 U2_MGTREFCLK0_103_P AF35

DP0_C2M_N C3 U2_MGTTX0_103_N AJ4‘ GBTCLK0_M2C_N D5 U2_MGTREFCLK0_103_N AF36

DP0_M2M_P C6 U2_MGTRX0_103_P AH40 LA01_P_CC D8 FMC2_LA01_CC_P AY23

DP0_M2M_N C7 U2_MGTRX0_103_N AH39 LA0_N_CC D9 FMC2_LA01_CC_N BA23

LA06_P C10 FMC2_LA06_P AU26 LA05_P D11 FMC2_LA05_P AT25

LA06_N C11 FMC2_LA06_N AV26 LA05_N D12 FMC2_LA05_N AU25

LA10_P C14 FMC2_LA010_P AW25 LA09_P D14 FMC2_LA09_P BA24

LA10_N C15 FMC2_LA10_N AY25 LA09_N D15 FMC2_LA09_N BB24

LA14_P C18 FMC2_LA14_P BC24 LA13_P D17 FMC2_LA13_P BC23

LA14_N C19 FMC2_LA14_N BD24 LA13_N D18 FMC2_LA13_N BD23

LA18_P_CC C22 FMC2_LA18_CC_P AJ26 LA17_P_CC D20 FMC2_LA17_CC_P AN26
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LA18_N_CC C23 FMC2_LA18_CC_N AK27 LA17_N_CC D21 FMC2_LA17_CC_N AP26

LA27_P C26 FMC2_LA27_P AY28 LA23_P D23 FMC2_LA23_P BA27

LA27_N C27 FMC2_LA27_N BA29 LA23_N D24 FMC2_LA23_N BB27

SCL C30
U2_SCL 

(Ref. Schem. PG.10)
LA26_P D26 FMC2_LA26_P AY27

SDA C31
U2_SDA 

(Ref. Schem. PG.10)
LA26_N D27 FMC2_LA26_N BA28

GA0 C34
GA0 

(Ref. Schematic PG.5)
J290.C34 TCK D29

FMC2_TCK_BUF
(Ref. Schematic PG.5)

12P0V_1 C25 U2_VCC12_P TDI D30 FMC2_TDI_BUF J101.1

12P0V_2 C37 U2_VCC12_P TDO D31 FMC2_TDO J101.3

3P3V_1 C39 VCC3V3 3P3VAUX D32 VCC3V3

TMS D33
FMC2_TMS_BUF 

(Ref. Schematic PG.5)

TRST_L D34 NC

GA1 D35
GA1 

(Ref. Schematic PG.10)
J290.D35

3P3V_2 D36 VCC3V3

3P3V_3 D38 VCC3V3

3P3V_4 D40 VCC3V3

HA01_P_CC E2 FMC2_HA01_CC_P AV22 PG_M2C F1 10K P/U TO VCC3V3

HA01_N_CC E3 FMC2_HA01_CC_N AW21 HA00_P_CC F4 FMC2_HA00_CC_P BA22

HA05_P E6 FMC2_HA05_P AY20 HA00_N_CC F5 FMC2_HA00_CC_N BB21

HA05_N E7 FMC2_HA05_N BA19 HA04_P F7 FMC2_HA04_P AW20

HA09_P E9 FMC2_HA09_P AL22 HA04_N F8 FMC2_HA04_N AW19

HA09_N E10 FMC2_HA09_N AM21 HA08_P F10 FMC2_HA08_P AT20

HA13_P E12 FMC2_HA13_P BC21 HA08_N F11 FMC2_HA08_N AU20

HA13_N E13 FMC2_HA13_N BD21 HA12_P F13 FMC2_HA12_P BB19

HA16_P E15 FMC2_HA16_P BB22 HA12_N F14 FMC2_HA12_N BC19

HA16_N E16 FMC2_HA16_N BC22 HA15_P F16 FMC2_HA15_P BA20

HA20_P E18 FMC2_HA20_P AN32 HA15_N F17 FMC2_HA15_N BB20

HA20_N E19 FMC2_HA20_N AN33 HA19_P F19 FMC2_HA19_P BA33

HB03_P E21 FMC2_HB03_P BD30 HA19_N F20 FMC2_HA19_N BA34

HB03_N E22 FMC2_HB03_N BD31 HB02_P F22 FMC2_HB02_P BA30

Table 1-44: FMC2 J104 HPC Connections (Cont’d)

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.
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HB05_P E24 FMC2_HB05_P AW30 HB02_N F23 FMC2_HB02_N BB30

HB05_N E25 FMC2_HB05_N AY30 HB04_P F25 FMC2_HB04_P AY32

HB09_P E27 FMC2_HB09_P AU31 HB04_N F26 FMC2_HB04_N BA32

HB09_N E28 FMC2_HB09_N AV31 HB08_P F28 FMC2_HB08_P AU32

HB13_P E30 FMC2_HB13_P AR30 HB08_N F29 FMC2_HB08_N AV32

HB13_N E31 FMC2_HB31_N AT30 HB012_P F31 FMC2_HB12_P AP31

HB19_P E33 FMC2_HB19_P AM31 HB012_N F32 FMC2_HB12_N AR31

HB19_N E34 FMC2_HB19_N AN31 HB16_P F34 FMC2_HB16_P AL29

HB21_P E36 FMC2_HB21_P AL32 HB16_N F35 FMC2_HB16_N AM30

HB21_P E37 FMC2_HB21_N AM32 HB20_P F37 FMC2_HB20_P BC33

VADJ_1 E39 U2_VCCAUX (2.50V) HB20_N F38 FMC2_HB20_N BD33

VADJ_2 F40 U2_VCCAUX (2.50V)

VREF_A_M2C H1 NC

CLK1_M2C_P G2 FMC2_CLK1_M2C_P AR23 PRSNT_M2C_L H2 FMC2_PRSNT_M2C_L BA25

CLK1_M2C_N G3 FMC2_CLK1_M2C_N AT23 CLK0_M2C_P H4 FMC2_CLK0_M2C_P 

LA00_P_CC G6 FMC2_LA00_CC_P AV23 CLK0_M2C_N H5 FMC2_CLK0_M2C_N

LA00_N_CC G7 FMC2_LA00_CC_N AW23 LA02_P H7 FMC2_LA02_P AL24

LA03_P G9 FMC2_LA03_P AN24 LA02_N H8 FMC2_LA02_N AM24

LA03_N G10 FMC2_LA03_N AP24 LA04_P H10 FMC2_LA04_P AN23

LA08_P G12 FMC2_LA08_P AT24 LA04_N H11 FMC2_LA04_N AP23

LA08_N G13 FMC2_LA08_N AU24 LA04_P H13 FMC2_LA07_P AV24

LA12_P G15 FMC2_LA12_P AK23 LA07_N H14 FMC2_LA07_N AW24

LA12_N G16 FMC2_LA123_N AL23 LA11_P H16 FMC2_LA11_P AW26

LA16_P G18 FMC2_LA16_P BD25 LA11_N H17 FMC2_LA11_N AY26

LA16_N G19 FMC2_LA16_N BD26 LA15_P H19 FMC2_LA15_P BB26

LA20_P G21 FMC2_LA20_P BC27 LA15_N H20 FMC2_LA15_N BC26

LA20_N G22 FMC2_LA20_N BD28 LA19_P H22 FMC2_LA19_P AN27

LA22_P G24 FMC2_LA22_P AT27 LA19_N H23 FMC2_LA19_N AP28

LA22_N G25 FMC2_LA22_N AU27 LA21_P H25 FMC2_LA21_P BB29

LA25_P G27 FMC2_LA25_P AV27 LA21_N H26 FMC2_LA21_N BC29

LA25_N G28 FMC2_LA25_N AW28 LA24_P H28 FMC2_LA24_P AV28

LA29_P G30 FMC2_LA29_P AR26 LA24_N H29 FMC2_LA24_N AW29

Table 1-44: FMC2 J104 HPC Connections (Cont’d)

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.

http://www.xilinx.com


60 www.xilinx.com ML630 Board User Guide
UG828 (v1.0) September 28, 2011

Chapter 1: ML630 Board Features and Operation

LA29_N G31 FMC2_LA29_N AR27 LA28_P H31 FMC2_LA28_P AR28

LA31_P G33 FMC2_LA31_P AM27 LA28_N H32 FMC2_LA28_N AT28

LA31_N G34 FMC2_LA31_N AN28 LA30_P H34 FMC2_LA30_P AL27

LA33_P G36 FMC2_LA33_P AJ28 LA30_N H35 FMC2_LA30_N AL28

LA33_N G37 FMC2_LA33_N AK28 LA32_P H37 FMC2_LA32_P AM25

VADJ_3 G39 U2_VCCAUX (2.50V) LA32_N H38 FMC2_LA32_N AM26

VADJ_4 H40 U2_VCCAUX (2.50V)

VREF_B_M2C K1 NC

CLK3_M2C_P J2
U2_MGTREFCLK1 

_103_P
AD35 CLK2_M2C_P K4

U2_MGTREFCLK1
_104_P

Y35

CLK3_M2C_N J3
U2_MGTREFCLK1

_103_P
AD36 CLK2_M2C_N K5

U2_MGTREFCLK1
_104_P

Y36

HA03_P J6 FMC2_HA03_P AN21 HA02_P K7 FMC2_HA02_N AK22

HA03_N J7 FMC2_HA03_N AP20 HA02_N K8 FMC2_HA02_N AK21

HA07_P J9 FMC2_HA07_P AM22 HA06_P K10 FMC2_HA06_N AR22

HA07_N J10 FMC2_HA07_N AN22 HA06_N K11 FMC2_HA06_N AR21

HA11_P J12 FMC2_HA11_P AT22 HA10_P K13 FMC2_HA10_N AU21

HA11_N J13 FMC2_HA11_N AU22 HA10_N K14 FMC2_HA10_N AV21

HA14_P J15 FMC2_HA14_P AY22 HA17_P_CC K16 FMC2_HA17_CC_P AL33

HA14_N J16 FMC2_HA14_N AY21 HA17_N_CC K17 FMC2_HA17_CC_N AM34

HA18_P J18 FMC2_HA18_P AN34 HA21_P K19 FMC2_HA21_P AW33

HA18_N J19 FMC2_HA18_N AP35 HA21_N K20 FMC2_HA21_N AY33

HA22_P J21 FMC2_HA22_P BB34 HA23_P K22 FMC2_HA23_P BD34

HA22_N J22 FMC2_HA22_N BC34 HA23_N K23 FMC2_HA23_N BD35

HB01_P J24 FMC2_HB01_P BB32 HB00_P_CC K25 FMC2_HB00_CC_P BB31

HB01_N J25 FMC2_HB01_N BC32 HB00_N_CC K26 FMC2_HB00_CC_N BC31

HB07_P J27 FMC2_HB07_P AU29 HB06_P_CC K28 FMC2_HB06_CC_P AW31

HB07_N J28 FMC2_HB07_N AV29 HB06_N_CC K29 FMC2_HB06_CC_N AY31

HB11_P J30 FMC2_HB11_P AT29 HB10_P K31 FMC2_HB10_P AP29

HB11_N J31 FMC2_HB11_N AU30 HB10_N K32 FMC2_HB10_N AP30

HB15_P J33 FMC2_HB15_P AK30 HB14_P K34 FMC2_HB14_P AJ31

HB15_N J34 FMC2_HB15_N AL30 HB14_N K35 FMC2_HB14_N AK31

HB18_P J36 FMC2_HB18_P AM29 HB17_P_CC K37 FMC2_HB17_CC_P AJ29

Table 1-44: FMC2 J104 HPC Connections (Cont’d)

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.
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System Monitor
Figure 1-2 callout [1, 2] 

The FPGA U1 and U2 System Monitor Bank 0 AVDD and AVSS power pins are tied to 
filtered FPGA VCCAUX (see schematic pages 17 and 71 for U1 and U2 respectively) to allow 
internal use of the System Monitor functions. The external System Monitor pins are used 
for general purpose I/O.

I2C Bus Management
Figure 1-2 callout [47] 

The ML630 board implements two I2C buses. FPGA U2 has a local I2C bus for FMC2 HPC 
connector J104. This bus is 2.50V at the FPGA and is level-shifted to 3.3V via U129. The 
connections for this bus are shown in Figure 1-8.

The ML630 main I2C bus can be sourced from either FPGA U1 or U2. Each FPGA has a 
I2C_SCL/SDA_MAIN bus connected to bus selection 3-pin headers. The headers allow 
selection of either the U1 or U2 I2C bus as the I2C active bus. The header is wired to a 
level-shifter IC (U128) so the selected low voltage 2.5V FPGA bus is translated to 3.3V for 
interfacing to the bus residents. 

There are three bus targets on the main 3.3V I2C bus:

• FMC1 HPC Connector J290

• I2C EEPROM M24C02 256x8 U59 Address 50 or 54

• I2C 1-to-8 Bus Switch PCS9548 U31 Address 70 or 74

HB18_N J37 FMC2_HB18_N AN29 HB17_N_CC K38 FMC2_HB17_CC_N AJ30

VIO_B_M2C_1 J39 NC VIO_B_M2C_2 K40 NC

Table 1-44: FMC2 J104 HPC Connections (Cont’d)

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

J104 FMC2 HPC 
Connector

Schematic Net Name
U2 FPGA 
Pin No.

Pin Name
Pin 
No.

Pin Name
Pin 
No.

Table 1-45: Power Supply Voltages for the FMC HPC Connectors 

Voltage
Supply

Voltage
Number
of Pins

Maximum
Amps

Tolerance
Maximum

Capacitive Load

VADJ Fixed 2.5V 4 4 ±5% 1,000 µF

3P3VAUX Fixed 3.3V 1 0.020 ±5% 150 µF

3P3V Fixed 3.3V 4 3 ±5% 1,000 µF

12P0V Fixed 12V 2 1 ±5% 1,000 µF
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Notes relevant to Figure 1-8:

• L/S = TI TXS0104 level-shifter device. The number at the bottom of each box is the schematic 
page number for that component.

• Schematic PG.10 shows 3-pin headers J21, J18 and J100 which may be used to change the 
I2C address of U59 and U31.

• I2C ADDR = 0x50 or 0x54.

• I2C ADDR = 0x70 or 0x74.

X-Ref Target - Figure 1-8

Figure 1-8: ML630 I2C Bus Connection Diagram

UG828_c1_06_081011

U# PG. DEVICE           CH#
U65 69 S1570_5 ––––– 7
U64 15 S1570_4 ––––– 6
U58 14 CP_1 –––––––– 5
U57 14 CP_0 –––––––– 4
U43 10 S1570_3 ––––– 3
U44 10 S1570_2 ––––– 2
U51 10 S1570_1 ––––– 1
U52 10 S1570_0 ––––– 0

3

Legend
PG. = Schematic Page
CP_# = 8x8 Crosspoint Switch
CH# = Bus Switch Channel #   

1

2

J14/J117 12C BUS
SELECT HEADERS
1-2 = U1 12C MAIN
2-3 = U2 12C MAIN

U2_SCL/SDA

U2_SCL/SDA_LS

U1_SCL/SDA_LS U1_SCL/SDA

U2_SCL/SDA_MAIN

U1_SCL/SDA_MAIN
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2.5V

FMC2

J104
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L/S

U129

70

L/S
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M24C02

U59
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PCA9548
12C1-to-8
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SWITCH

U31
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FPGA
U1

BANK 35
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FMC1
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FPGA
U2

BANK 35
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The pin connections of the I2C bus components are detailed in Table 1-46 andTable 1-47.

An I2C component on the “back side” of the I2C switch can be accessed by selecting the 
appropriate channel through the control register of the PCS9548 I2C Bus Switch U31 as 
shown in Table 1-48.

Note: Refer to schematic PG.10. U31 I2C ADDR = 0x70 with E2 = 0 and 0x74 with E2=1.

Table 1-46: ML630 I2C Bus Connections: FPGA U1 and U2 Main I2C Bus

FPGA 
Pin No.

I2C Bus 
Net Name

I2C Bus 
Headers

I2C Bus 
Headers

I2C Bus 
Net Name

L/S U128 
2.5V

L/S U128 
3.3V

I2C Bus 
Net Name

PCA9548 
U31

M24C02 
EEPROM 

U59

FMC1 HPC 
J290

U1.G11 U1_SCL_MAIN J14.1

U1.H12 U1_SDA_MAIN J117.1 J14.2 U1_SCL_LS U128.2 U128.13 U1_SCL U31.22 U59.6 J290.C30

U2.G11 U2_SCL_MAIN J14.3 J117.2 U1_SDA_LS U128.3 U128.12 U1_SDA U31.23 U59.5 J290.C31

U2.H12 U2_SDA_MAIN J117.3

Table 1-47: FPGA U2 LOCAL I2C BUS

FPGA 
Pin No.

I2C Bus 
Net Name

L/S U129 
2.5V

L/S U129 
3.3V

I2C Bus 
Net Name

FMC2 HPC 
J104

U2.J10 U2_SCL_LS U129.2 U129.13 U2_SCL J104.C30

U2.K10 U2_SDA_LS U129.3 U129.12 U2_SDA J104.C31

Table 1-48: I2C Bus Switch Channel Assignments 

U31
Channel

I2C Component

0 Si570_0 I2C Programmable Clock U52 Address 5D 

1 Si570_1 I2C Programmable Clock U51 Address 5D

2 Si570_2 I2C Programmable Clock U44 Address 5D

3 Si570_3 I2C Programmable Clock U43 Address 5D

4 CP_0 8x8 Crosspoint Switch U57 Address Bx 

5 CP_1 8x8 Crosspoint Switch U58 Address Bx

6 Si570_3 I2C Programmable Clock U64 Address 5D

7 Si570_3 I2C Programmable Clock U65 Address 5D
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ML630 FCI Airmax Interlaken Plug and Receptacle Level-Shifted Control 
Signals

FCI Airmax Interlaken Plug (P1, P2, P3 and P4) and Receptacle (J1, J2, J3 and J4) 
Connectors each support a group of three 3.3V control signals requiring level shifting. The 
three signals on each of the eight connectors are called CK, DATA and SYNC. The 
connections are detailed in Table 1-49. The level shifters for P1/J1, P2/J2, P3/J3, and P4/J4 
are on are on schematic pages 27, 24, 21, and 75, respectively.

Table 1-49: ML630 Airmax Connector Level-Shifted Control Signals

FCI Connector 
Reference 
Designator

Net Name (3.3V Side)
TXB0104DR 
Level Shifter 

Pin No.
Net Name (2.5V Side) FPGA U1 Pin No.

P1 U104

P1.E10 U1_AMH1_FC_CK U104.13 U1_AMH1_FC_LS_CK U1.A10

P1.H7 U1_AMH1_FC_DATA U104.12 U1_AMH1_FC_LS_DATA U1.B11

P1.H9 U1_AMH1_FC_SYNC U104.11 U1_AMH1_FC_LS_SYNC U1.A12

J1 U103

J1.E10 U1_AMR1_FC_CK U103.13 U1_AMR1_FC_LS_CK U1.A13

J1.H7 U1_AMR1_FC_DATA U103.12 U1_AMR1_FC_LS_DATA U1.C11

J1.H9 U1_AMR1_FC_SYNC U103.11 U1_AMR1_FC_LS_SYNC U1.C12

P2 U105

P1.E10 U1_AMH2_FC_CK U105.13 U1_AMH2_FC_LS_CK U1.B12

P1.H7 U1_AMH2_FC_DATA U105.12 U1_AMH2_FC_LS_DATA U1.C13

P1.H9 U1_AMH2_FC_SYNC U105.11 U1_AMH2_FC_LS_SYNC U1.A8

J2 U106

J1.E10 U1_AMR2_FC_CK U106.13 U1_AMR2_FC_LS_CK U1.B9

J1.H7 U1_AMR2_FC_DATA U106.12 U1_AMR2_FC_LS_DATA U1.R12

J1.H9 U1_AMR2_FC_SYNC U106.11 U1_AMR2_FC_LS_SYNC U1.R13

P3 U107

P1.E10 U1_AMH3_FC_CK U107.13 U1_AMH3_FC_LS_CK U1.D11

P1.H7 U1_AMH3_FC_DATA U107.12 U1_AMH3_FC_LS_DATA U1.E12

P1.H9 U1_AMH3_FC_SYNC U107.11 U1_AMH3_FC_LS_SYNC U1.A9

J3 U108

J1.E10 U1_AMR3_FC_CK U108.13 U1_AMR3_FC_LS_CK U1.B10

J1.H7 U1_AMR3_FC_DATA U108.12 U2_AMR3_FC_LS_DATA U1.G10

J1.H9 U1_AMR3_FC_SYNC U108.11 U2_AMR3_FC_LS_SYNC U1.H11

P4 U109

P1.E10 U2_AMH4_FC_CK U109.13 U2_AMH4_FC_LS_CK U2.A10
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FPGA U1 VGA Debug Connector
Each FPGA supports a 2x5 VGA debug header. The debug header provides three color 
signals (RGB) along with VSYNC and HSYNC. Each of the color signals is generated by the 
summation of four FPGA pin outputs driven through stepped resistor values. To see the 
implementation for FPGA U1 debug connector J16, refer to ML630 schematic pages 35 and 
40, and Table 1-50.

P1.H7 U2_AMH4_FC_DATA U109.12 U2_AMH4_FC_LS_DATA U2.B11

P1.H9 U2_AMH4_FC_SYNC U109.11 U2_AMH4_FC_LS_SYNC U2.A12

J4 U110

J1.E10 U2_AMR4_FC_CK U110.13 U2_AMR4_FC_LS_CK U2.A13

J1.H7 U2_AMR4_FC_DATA U110.12 U2_AMR4_FC_LS_DATA U2.C11

J1.H9 U2_AMR4_FC_SYNC U110.11 U2_AMR4_FC_LS_SYNC U2.C12

Table 1-49: ML630 Airmax Connector Level-Shifted Control Signals (Cont’d)

FCI Connector 
Reference 
Designator

Net Name (3.3V Side)
TXB0104DR 
Level Shifter 

Pin No.
Net Name (2.5V Side) FPGA U1 Pin No.

Table 1-50: FPGA U1 VGA Debug J16

FPGA U1 Pin No. Net Name Scaling Resistor Net Name
J16 Debug 

Connector Pin No.

E33 U1_VGA_VSYNC 2

F33 U1_VGA_HSYNC 4

N32 U1_VGA_B_0 R596

U1_BLUE 6
P31 U1_VGA_B_1 R625

F35 U1_VGA_B_2 R615

G35 U1_VGA_B_3 R606

L35 U1_VGA_G_0 R597

U1_GREEN 8
M35 U1_VGA_G_1 R626

N34 U1_VGA_G_2 R616

N33 U1_VGA_G_3 R609

D34 U1_VGA_R_0 R598

U1_RED 10
D33 U1_VGA_R_1 R627

B34 U1_VGA_R_2 R617

C34 U1_VGA_R_3 R610
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FPGA U2 VGA Debug Connector
Each FPGA supports a 2x5 VGA debug header. The debug header provides three color 
signals (RGB) along with VSYNC and HSYNC. Each of the color signals is generated by the 
summation of four FPGA pin outputs driven through stepped resistor values. To see the 
implementation for FPGA U2 debug connector J110, refer to ML630 schematic pages 87 
and 92, and Table 1-51.

Table 1-51: FPGA U2 VGA Debug J16

FPGA U2 Pin No. Net Name Scaling Resistor Net Name
J110 Debug 

Connector Pin No.

E33 U2_VGA_VSYNC 2

F33 U2_VGA_HSYNC 4

N32 U2_VGA_B_0 R596

U2_BLUE 6
P31 U2_VGA_B_1 R625

F35 U2_VGA_B_2 R615

G35 U2_VGA_B_3 R606

L35 U2_VGA_G_0 R597

U2_GREEN 8
M35 U2_VGA_G_1 R626

N34 U2_VGA_G_2 R616

N33 U2_VGA_G_3 R609

D34 U2_VGA_R_0 R598

U2_RED 10
D33 U2_VGA_R_1 R627

B34 U2_VGA_R_2 R617

C34 U2_VGA_R_3 R610
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Appendix A

Default Jumper Positions

Table A-1 shows the 15 standard (black) shunts that must be installed on the board for 
proper operation. Refer to PCB Assembly Drawing 0431631 for the default placement of all 
on-board jumpers and their respective connectors as they are located on the board.

Table A-1: ML630 Default Jumper Positions

Shunts on 
Headers

Description
Schematic 

Page

J65-1 to J65-2 Enable System ACE Red Error LED 5

J14-1 to J14-2 Set U1 SCL as IIC Bus Master 10

J117-1 to J117-2 Set U1 SDA as IIC Bus Master 10

J21-2 to J21-3 ML630 GA0 strap to 0 10

J18-2 to J18-3 ML630 GA1 strap to 0 10

J100-2 to J100-3 Set EEPROM address E2 = 1 10

J118-1 to J118-2 U1_MGTREFCLK_106, 108, 116  

J118 U1_SEL0 SELECT: 

1–2 = U57 MUX CLK_0, 2, 4

2–3 = SMA J124/J125

12

J120-1 to J120-2 U1_MGTREFCLK_107, 117, 118  

J120 U1_SEL1 SELECT: 

1–2 = U57 MUX CLK_1, 5, 3

2–3 = SMA J124/J125

12

J123-1 to J123-2 U2_MGTREFCLK_106, 108, 116  

J123 U2_SEL0 SELECT: 

1–2 = U58 MUX CLK_8, 12, 10

2–3 = SMA J126/J127

13

J121-1 to J121-2 U2_MGTREFCLK_107, 117, 118  

J121 U2_SEL1 SELECT: 

1–2 = U58 MUX CLK_9, 13, 11

2–3 = SMA J126/J127

13

J136-2 to J136-3 Enable FPGA U1 in JTAG chain 32

J51-1 to J51-2 Bypass FMC1 connector JTAG chain 40

J22-2 to J22-3 Enable ON/OFF switch to turn on UCD9240 controllers 53
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J137-2 to J137-3 Enable FPGA U2 in JTAG chain 84

J101-1 to J101-2 Bypass FMC2 JTAG chain 92

Table A-1: ML630 Default Jumper Positions (Cont’d)

Shunts on 
Headers

Description
Schematic 

Page
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VITA 57.1 FMC HPC Connector Pinout

Figure B-1 provides a cross-reference of signal names to pin coordinates for the VITA 57.1 
FMC HPC connector.

X-Ref Target - Figure B-1

Figure B-1: FMC Connector Pinout
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GND
GND
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GND
GND
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GND
GND
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GND
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GND
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GND
LA23_P
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GND
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GND
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GND
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GND
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HB02_N

GND
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GND
HB08_P
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GND
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HB16_P
HB16_N
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GND
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GND
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GND
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GND
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GND
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GND
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LA16_N

GND
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GND
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GND
LA29_P
LA29_N

GND
LA31_P
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Appendix C

ML630 Master UCF Listing for U1

The ML630 master user constraints file (UCF) template provides for designs targeting the 
ML630 board. Net names in the constraints listed below correlate with net names on the 
ML630 board schematic. Users must identify the appropriate pins and replace the net 
names below with net names in the user RTL. See the Constraints Guide for more 
information.

#######################################################
##
##  ML630 FPGA U1 PIN LOCS: INITIAL RELEASE
##
##  FPGA = HX565T-2FFG1924
##
#######################################################

##
## GLOBAL CLOCK INPUTS (LVDS):
## ALL SI570 @I2C 0x5D, STARTUP FREQUENCY = 156.25MHz
##
NET  U1_LVDS_OSC_P             LOC = J33 ; # 200MHz Bank 25
NET  U1_LVDS_OSC_N             LOC = H33 ; # 200MHz Bank 25
NET  U1_SI570_5_P              LOC =  N11; # 156.25MHz Bank  35 
NET  U1_SI570_5_N              LOC =  M10; # 156.25MHz Bank  35 
NET  U1_SI570_4_P              LOC =  N12; # 156.25MHz Bank  35 
NET  U1_SI570_4_N              LOC =  M12; # 156.25MHz Bank  35 

##
## GTH REFCLK MUX FPGA CONTROLS:
##
NET  U1_GTHREFCLK_LS_SEL0      LOC =  K10; # Bank  35 - IO_L11P_SRCC_35
NET  U1_GTHREFCLK_LS_SEL1      LOC =  J10; # Bank  35 - IO_L11N_SRCC_35

##
## FPGA I2C INTERFACE
##
NET  U1_SCL_MAIN               LOC =  H12; # Bank  35 - IO_L17P_35
NET  U1_SDA_MAIN               LOC =  G11; # Bank  35 - IO_L17N_35

##
## USER LEDS:
##
NET  U1_USER_LED8              LOC =  A34; # Bank  25 - IO_L0P_25
NET  U1_USER_LED7              LOC =  A35; # Bank  25 - IO_L0N_25
NET  U1_USER_LED6              LOC =  B35; # Bank  25 - IO_L1P_25
NET  U1_USER_LED5              LOC =  B36; # Bank  25 - IO_L1N_25
NET  U1_USER_LED4              LOC =  B37; # Bank  25 - IO_L2P_SM8P_25
NET  U1_USER_LED3              LOC =  A37; # Bank  25 - IO_L2N_SM8N_25
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NET  U1_USER_LED2              LOC =  L33; # Bank  25 - IO_L3P_SM9P_25
NET  U1_USER_LED1              LOC =  K33; # Bank  25 - IO_L3N_SM9N_25

##
## USER PUSHBUTTON SWITCHES:
##
NET  U1_USER_PB4               LOC =  N23; # Bank  28 - IO_L18P_28
NET  U1_USER_PB3               LOC =  N24; # Bank  28 - IO_L18N_28
NET  U1_USER_PB2               LOC =  J26; # Bank  28 - IO_L19P_28
NET  U1_USER_PB1               LOC =  H26; # Bank  28 - IO_L19N_28

##
## SLIDE SWITCH (8 POSITION):
##
NET  U1_USER_SW8               LOC =  F20; # Bank  38 - IO_L16P_38
NET  U1_USER_SW7               LOC =  E20; # Bank  38 - IO_L16N_38
NET  U1_USER_SW6               LOC =  H21; # Bank  38 - IO_L17P_38
NET  U1_USER_SW5               LOC =  G20; # Bank  38 - IO_L17N_38
NET  U1_USER_SW4               LOC =  R21; # Bank  38 - IO_L18P_38
NET  U1_USER_SW3               LOC =  P21; # Bank  38 - IO_L18N_38
NET  U1_USER_SW2               LOC =  K21; # Bank  38 - IO_L19P_38
NET  U1_USER_SW1               LOC =  J20; # Bank  38 - IO_L19N_38

##
## USER IO:
##
NET  U1_USER_IO_6              LOC =  P34; # Bank  25 - IO_L4P_25
NET  U1_USER_IO_5              LOC =  P35; # Bank  25 - IO_L4N_VREF_25
NET  U1_USER_IO_4              LOC =  E35; # Bank  25 - IO_L5P_SM10P_25
NET  U1_USER_IO_3              LOC =  D35; # Bank  25 - IO_L5N_SM10N_25
NET  U1_USER_IO_2              LOC =  K35; # Bank  25 - IO_L6P_SM11P_25
NET  U1_USER_IO_1              LOC =  J35; # Bank  25 - IO_L6N_SM11N_25

## 
## CP2103 USB-TO-UART BRIDGE INTERFACE:
##
NET  U1_USB_CTS_I_B            LOC =  P11; # Bank  35 - IO_L12P_SM5P_35
NET  U1_USB_RTS_0_B            LOC =  P10; # Bank  35 - IO_L12N_SM5N_35
NET  U1_USB_RXD_I              LOC =  F10; # Bank  35 - IO_L13P_SM6P_35
NET  U1_USB_TXD_0              LOC =  E10; # Bank  35 - IO_L13N_SM6N_35
NET  U1_USB_GPIO_3             LOC =  E11; # Bank  35 - IO_L14P_35
NET  U1_USB_GPIO_2             LOC =  D10; # Bank  35 - IO_L14N_VREF_35
NET  U1_USB_GPIO_1             LOC =  M11; # Bank  35 - IO_L15P_SM7P_35
NET  U1_USB_GPIO_0             LOC =  L10; # Bank  35 - IO_L15N_SM7N_35

##
## VGA DEBUG HEADER:
##
NET  U1_VGA_R_3                LOC =  C34; # Bank  25 - IO_L7P_SM12P_25
NET  U1_VGA_R_2                LOC =  B34; # Bank  25 - IO_L7N_SM12N_25
NET  U1_VGA_R_1                LOC =  D33; # Bank  25 - IO_L8P_SRCC_25
NET  U1_VGA_R_0                LOC =  D34; # Bank  25 - IO_L8N_SRCC_25
NET  U1_VGA_G_3                LOC =  N33; # Bank  25 - IO_L9P_MRCC_25
NET  U1_VGA_G_2                LOC =  N34; # Bank  25 - IO_L9N_MRCC_25
NET  U1_VGA_G_1                LOC =  M35; # Bank  25 - IO_L10P_MRCC_25
NET  U1_VGA_G_0                LOC =  L35; # Bank  25 - IO_L10N_MRCC_25
NET  U1_VGA_B_3                LOC =  G35; # Bank  25 - IO_L11P_SRCC_25
NET  U1_VGA_B_2                LOC =  F35; # Bank  25 - IO_L11N_SRCC_25
NET  U1_VGA_B_1                LOC =  P31; # Bank  25 - IO_L12P_SM13P_25
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NET  U1_VGA_B_0                LOC =  N32; # Bank  25 - IO_L12N_SM13N_25
NET  U1_VGA_HSYNC              LOC =  F33; # Bank  25 - IO_L13P_SM14P_25
NET  U1_VGA_VSYNC              LOC =  E33; # Bank  25 - IO_L13N_SM14N_25

##
## COLUMN DCI:
##
NET  U1_VRN_25                 LOC =  M34; # Bank  25 - IO_L16P_VRN_25
NET  U1_VRP_25                 LOC =  L34; # Bank  25 - IO_L16N_VRP_25
NET  U1_VRN_32                 LOC = AM20; # Bank  32 - IO_L12P_VRN_32
NET  U1_VRP_32                 LOC = AM19; # Bank  32 - IO_L12N_VRP_32

##
## FMC 1:
##
NET  FMC1_PRSNT_M2C_L          LOC = BD15; # Bank  33 - IO_L19P_33

NET  FMC1_CLK1_M2C_P           LOC = AK15; # Bank  33 - IO_L9P_MRCC_33
NET  FMC1_CLK1_M2C_N           LOC = AL14; # Bank  33 - IO_L9N_MRCC_33
NET  FMC1_CLK0_M2C_P           LOC = AL12; # Bank  34 - IO_L9P_MRCC_34
NET  FMC1_CLK0_M2C_N           LOC = AM12; # Bank  34 - IO_L9N_MRCC_34

NET  FMC1_LA33_P               LOC = AR18; # Bank  32 - IO_L2P_32
NET  FMC1_LA33_N               LOC = AR17; # Bank  32 - IO_L2N_32
NET  FMC1_LA32_P               LOC = AN18; # Bank  32 - IO_L1P_32
NET  FMC1_LA32_N               LOC = AP18; # Bank  32 - IO_L1N_32
NET  FMC1_LA31_P               LOC = AT17; # Bank  32 - IO_L5P_32
NET  FMC1_LA31_N               LOC = AU17; # Bank  32 - IO_L5N_32
NET  FMC1_LA30_P               LOC = AT19; # Bank  32 - IO_L7P_32
NET  FMC1_LA30_N               LOC = AT18; # Bank  32 - IO_L7N_32
NET  FMC1_LA29_P               LOC = AV17; # Bank  32 - IO_L4P_32
NET  FMC1_LA29_N               LOC = AW16; # Bank  32 - IO_L4N_VREF_32
NET  FMC1_LA28_P               LOC = AV18; # Bank  32 - IO_L11P_SRCC_32
NET  FMC1_LA28_N               LOC = AW18; # Bank  32 - IO_L11N_SRCC_32
NET  FMC1_LA27_P               LOC = BB17; # Bank  32 - IO_L8P_SRCC_32
NET  FMC1_LA27_N               LOC = BC16; # Bank  32 - IO_L8N_SRCC_32
NET  FMC1_LA26_P               LOC = AY17; # Bank  32 - IO_L13P_32
NET  FMC1_LA26_N               LOC = AY16; # Bank  32 - IO_L13N_32
NET  FMC1_LA25_P               LOC = BC18; # Bank  32 - IO_L14P_32
NET  FMC1_LA25_N               LOC = BD18; # Bank  32 - IO_L14N_VREF_32
NET  FMC1_LA24_P               LOC = AY18; # Bank  32 - IO_L16P_32
NET  FMC1_LA24_N               LOC = BA18; # Bank  32 - IO_L16N_32
NET  FMC1_LA23_P               LOC = BA17; # Bank  32 - IO_L17P_32
NET  FMC1_LA23_N               LOC = BB16; # Bank  32 - IO_L17N_32
NET  FMC1_LA22_P               LOC = AJ18; # Bank  32 - IO_L6P_32
NET  FMC1_LA22_N               LOC = AK18; # Bank  32 - IO_L6N_32
NET  FMC1_LA21_P               LOC = AJ20; # Bank  32 - IO_L15P_32
NET  FMC1_LA21_N               LOC = AJ19; # Bank  32 - IO_L15N_32
NET  FMC1_LA20_P               LOC = AK17; # Bank  32 - IO_L3P_32
NET  FMC1_LA20_N               LOC = AL17; # Bank  32 - IO_L3N_32
NET  FMC1_LA19_P               LOC = AM17; # Bank  32 - IO_L0P_32
NET  FMC1_LA19_N               LOC = AN17; # Bank  32 - IO_L0N_32
NET  FMC1_LA18_CC_P            LOC = AN19; # Bank  32 - IO_L10P_MRCC_32
NET  FMC1_LA18_CC_N            LOC = AP19; # Bank  32 - IO_L10N_MRCC_32
NET  FMC1_LA17_CC_P            LOC = AL19; # Bank  32 - IO_L9P_MRCC_32
NET  FMC1_LA17_CC_N            LOC = AL18; # Bank  32 - IO_L9N_MRCC_32
NET  FMC1_LA16_P               LOC = BB14; # Bank  33 - IO_L13P_33
NET  FMC1_LA16_N               LOC = BC13; # Bank  33 - IO_L13N_33
NET  FMC1_LA15_P               LOC = BA15; # Bank  33 - IO_L16P_33
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NET  FMC1_LA15_N               LOC = BB15; # Bank  33 - IO_L16N_33
NET  FMC1_LA14_P               LOC = BA14; # Bank  33 - IO_L8P_SRCC_33
NET  FMC1_LA14_N               LOC = BA13; # Bank  33 - IO_L8N_SRCC_33
NET  FMC1_LA13_P               LOC = AU16; # Bank  33 - IO_L14P_33
NET  FMC1_LA13_N               LOC = AV16; # Bank  33 - IO_L14N_VREF_33
NET  FMC1_LA12_P               LOC = AV14; # Bank  33 - IO_L2P_33
NET  FMC1_LA12_N               LOC = AW14; # Bank  33 - IO_L2N_33
NET  FMC1_LA11_P               LOC = AW15; # Bank  33 - IO_L17P_33
NET  FMC1_LA11_N               LOC = AY15; # Bank  33 - IO_L17N_33
NET  FMC1_LA10_P               LOC = AU14; # Bank  33 - IO_L5P_33
NET  FMC1_LA10_N               LOC = AV13; # Bank  33 - IO_L5N_33
NET  FMC1_LA09_P               LOC = AT15; # Bank  33 - IO_L7P_33
NET  FMC1_LA09_N               LOC = AU15; # Bank  33 - IO_L7N_33
NET  FMC1_LA08_P               LOC = AM14; # Bank  33 - IO_L15P_33
NET  FMC1_LA08_N               LOC = AN14; # Bank  33 - IO_L15N_33
NET  FMC1_LA07_P               LOC = AR15; # Bank  33 - IO_L0P_33
NET  FMC1_LA07_N               LOC = AT14; # Bank  33 - IO_L0N_33
NET  FMC1_LA06_P               LOC = AP15; # Bank  33 - IO_L1P_33
NET  FMC1_LA06_N               LOC = AP14; # Bank  33 - IO_L1N_33
NET  FMC1_LA05_P               LOC = AP16; # Bank  33 - IO_L4P_33
NET  FMC1_LA05_N               LOC = AR16; # Bank  33 - IO_L4N_VREF_33
NET  FMC1_LA04_P               LOC = AJ16; # Bank  33 - IO_L6P_33
NET  FMC1_LA04_N               LOC = AK16; # Bank  33 - IO_L6N_33
NET  FMC1_LA03_P               LOC = AM16; # Bank  33 - IO_L18P_33
NET  FMC1_LA03_N               LOC = AN16; # Bank  33 - IO_L18N_33
NET  FMC1_LA02_P               LOC = AJ15; # Bank  33 - IO_L3P_33
NET  FMC1_LA02_N               LOC = AJ14; # Bank  33 - IO_L3N_33
NET  FMC1_LA01_CC_P            LOC = AW13; # Bank  33 - IO_L11P_SRCC_33
NET  FMC1_LA01_CC_N            LOC = AY13; # Bank  33 - IO_L11N_SRCC_33
NET  FMC1_LA00_CC_P            LOC = BC14; # Bank  33 - IO_L10P_MRCC_33
NET  FMC1_LA00_CC_N            LOC = BD13; # Bank  33 - IO_L10N_MRCC_33

NET  FMC1_HA23_P               LOC = AL24; # Bank  21 - IO_L15P_21
NET  FMC1_HA23_N               LOC = AM24; # Bank  21 - IO_L15N_21
NET  FMC1_HA22_P               LOC = AP25; # Bank  21 - IO_L12P_VRN_21
NET  FMC1_HA22_N               LOC = AR25; # Bank  21 - IO_L12N_VRP_21
NET  FMC1_HA21_P               LOC = AV24; # Bank  21 - IO_L13P_21
NET  FMC1_HA21_N               LOC = AW24; # Bank  21 - IO_L13N_21
NET  FMC1_HA20_P               LOC = BC23; # Bank  21 - IO_L16P_21
NET  FMC1_HA20_N               LOC = BD23; # Bank  21 - IO_L16N_21
NET  FMC1_HA19_P               LOC = AT24; # Bank  21 - IO_L14P_21
NET  FMC1_HA19_N               LOC = AU24; # Bank  21 - IO_L14N_VREF_21
NET  FMC1_HA18_P               LOC = BC24; # Bank  21 - IO_L17P_21
NET  FMC1_HA18_N               LOC = BD24; # Bank  21 - IO_L17N_21
NET  FMC1_HA17_CC_P            LOC = AR23; # Bank  21 - IO_L9P_MRCC_21
NET  FMC1_HA17_CC_N            LOC = AT23; # Bank  21 - IO_L9N_MRCC_21
NET  FMC1_HA16_P               LOC = AN11; # Bank  34 - IO_L12P_A03_D19_34
NET  FMC1_HA16_N               LOC = AP10; # Bank  34 - IO_L12N_A02_D18_34
NET  FMC1_HA15_P               LOC = AK10; # Bank  34 - IO_L3P_A13_D29_34
NET  FMC1_HA15_N               LOC = AL10; # Bank  34 - IO_L3N_A12_D28_34
NET  FMC1_HA14_P               LOC = AK13; # Bank  34 - IO_L15P_A23_34
NET  FMC1_HA14_N               LOC = AL13; # Bank  34 - IO_L15N_A22_34
NET  FMC1_HA13_P               LOC = AW11; # Bank  34 - IO_L7P_A05_D21_34
NET  FMC1_HA13_N               LOC = AY11; # Bank  34 - IO_L7N_A04_D20_34
NET  FMC1_HA12_P               LOC = AT13; # Bank  34 - IO_L13P_A01_D17_34
NET  FMC1_HA12_N               LOC = AU12; # Bank  34 - IO_L13N_A00_D16_34
NET  FMC1_HA11_P               LOC = AM11; # Bank  34 - IO_L6P_A07_D23_34
NET  FMC1_HA11_N               LOC = AM10; # Bank  34 - IO_L6N_A06_D22_34
NET  FMC1_HA10_P               LOC = AN13; # Bank  34 - IO_L18P_A17_34
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NET  FMC1_HA10_N               LOC = AN12; # Bank  34 - IO_L18N_A16_34
NET  FMC1_HA09_P               LOC = BB12; # Bank  34 - IO_L19P_VRN_34
NET  FMC1_HA09_N               LOC = BC12; # Bank  34 - IO_L19N_VRP_34
NET  FMC1_HA08_P               LOC = AV12; # Bank  34 - IO_L5P_A09_D25_34
NET  FMC1_HA08_N               LOC = AV11; # Bank  34 - IO_L5N_A08_D24_34
NET  FMC1_HA07_P               LOC = AR10; # Bank  34 - IO_L2P_A15_D31_34
NET  FMC1_HA07_N               LOC = AT10; # Bank  34 - IO_L2N_A14_D30_34
NET  FMC1_HA06_P               LOC = AR12; # Bank  34 - IO_L1P_GC_34
NET  FMC1_HA06_N               LOC = AT12; # Bank  34 - IO_L1N_GC_34
NET  FMC1_HA05_P               LOC = AY12; # Bank  34 - IO_L14P_A25_34
NET  FMC1_HA05_N               LOC = BA12; # Bank  34 - IO_L14N_VREF_A24_34
NET  FMC1_HA04_P               LOC = BD11; # Bank  34 - IO_L17P_A19_34
NET  FMC1_HA04_N               LOC = BD10; # Bank  34 - IO_L17N_A18_34
NET  FMC1_HA03_P               LOC = BB11; # Bank  34 - IO_L16P_A21_34
NET  FMC1_HA03_N               LOC = BC11; # Bank  34 - IO_L16N_A20_34
NET  FMC1_HA02_P               LOC = AU11; # Bank  34 - IO_L4P_A11_D27_34
NET  FMC1_HA02_N               LOC = AU10; # Bank  34 - 
IO_L4N_VREF_A10_D26_34
NET  FMC1_HA01_CC_P            LOC = AW10; # Bank  34 - IO_L10P_MRCC_34
NET  FMC1_HA01_CC_N            LOC = AY10; # Bank  34 - IO_L10N_MRCC_34
NET  FMC1_HA00_CC_P            LOC = BA10; # Bank  34 - IO_L11P_SRCC_34
NET  FMC1_HA00_CC_N            LOC = BB10; # Bank  34 - IO_L11N_SRCC_34

NET  FMC1_HB21_P               LOC = AN24; # Bank  21 - IO_L18P_21
NET  FMC1_HB21_N               LOC = AP24; # Bank  21 - IO_L18N_21
NET  FMC1_HB20_P               LOC = BA25; # Bank  21 - IO_L19P_21
NET  FMC1_HB20_N               LOC = BB25; # Bank  21 - IO_L19N_21
NET  FMC1_HB19_P               LOC = AU21; # Bank  31 - IO_L14P_31
NET  FMC1_HB19_N               LOC = AV21; # Bank  31 - IO_L14N_VREF_31
NET  FMC1_HB18_P               LOC = AR22; # Bank  31 - IO_L12P_VRN_31
NET  FMC1_HB18_N               LOC = AR21; # Bank  31 - IO_L12N_VRP_31
NET  FMC1_HB17_CC_P            LOC = AP21; # Bank  31 - IO_L9P_MRCC_31
NET  FMC1_HB17_CC_N            LOC = AR20; # Bank  31 - IO_L9N_MRCC_31
NET  FMC1_HB16_P               LOC = AK22; # Bank  31 - IO_L3P_31
NET  FMC1_HB16_N               LOC = AK21; # Bank  31 - IO_L3N_31
NET  FMC1_HB15_P               LOC = AN21; # Bank  31 - IO_L6P_31
NET  FMC1_HB15_N               LOC = AP20; # Bank  31 - IO_L6N_31
NET  FMC1_HB14_P               LOC = AM22; # Bank  31 - IO_L18P_31
NET  FMC1_HB14_N               LOC = AN22; # Bank  31 - IO_L18N_31
NET  FMC1_HB13_P               LOC = AT22; # Bank  31 - IO_L13P_31
NET  FMC1_HB13_N               LOC = AU22; # Bank  31 - IO_L13N_31
NET  FMC1_HB12_P               LOC = AL22; # Bank  31 - IO_L15P_31
NET  FMC1_HB12_N               LOC = AM21; # Bank  31 - IO_L15N_31
NET  FMC1_HB11_P               LOC = AU19; # Bank  31 - IO_L0P_31
NET  FMC1_HB11_N               LOC = AV19; # Bank  31 - IO_L0N_31
NET  FMC1_HB10_P               LOC = AT20; # Bank  31 - IO_L1P_31
NET  FMC1_HB10_N               LOC = AU20; # Bank  31 - IO_L1N_31
NET  FMC1_HB09_P               LOC = AW20; # Bank  31 - IO_L2P_31
NET  FMC1_HB09_N               LOC = AW19; # Bank  31 - IO_L2N_31
NET  FMC1_HB08_P               LOC = AY20; # Bank  31 - IO_L4P_31
NET  FMC1_HB08_N               LOC = BA19; # Bank  31 - IO_L4N_VREF_31
NET  FMC1_HB07_P               LOC = BA20; # Bank  31 - IO_L5P_31
NET  FMC1_HB07_N               LOC = BB20; # Bank  31 - IO_L5N_31
NET  FMC1_HB06_CC_P            LOC = AV22; # Bank  31 - IO_L10P_MRCC_31
NET  FMC1_HB06_CC_N            LOC = AW21; # Bank  31 - IO_L10N_MRCC_31
NET  FMC1_HB05_P               LOC = BC21; # Bank  31 - IO_L17P_31
NET  FMC1_HB05_N               LOC = BD21; # Bank  31 - IO_L17N_31
NET  FMC1_HB04_P               LOC = BB19; # Bank  31 - IO_L7P_31
NET  FMC1_HB04_N               LOC = BC19; # Bank  31 - IO_L7N_31
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NET  FMC1_HB03_P               LOC = AY22; # Bank  31 - IO_L19P_31
NET  FMC1_HB03_N               LOC = AY21; # Bank  31 - IO_L19N_31
NET  FMC1_HB02_P               LOC = BB22; # Bank  31 - IO_L16P_31
NET  FMC1_HB02_N               LOC = BC22; # Bank  31 - IO_L16N_31
NET  FMC1_HB01_P               LOC = BD20; # Bank  31 - IO_L8P_SRCC_31
NET  FMC1_HB01_N               LOC = BD19; # Bank  31 - IO_L8N_SRCC_31
NET  FMC1_HB00_CC_P            LOC = BA22; # Bank  31 - IO_L11P_SRCC_31
NET  FMC1_HB00_CC_N            LOC = BB21; # Bank  31 - IO_L11N_SRCC_31

##
## FPGA TO FPGA LVDS CHANNELS (4 BANKS, 20 PAIR PER BANK):
##
NET  U1_B34_LVDS_00_P          LOC = AM27; # Bank  22 - IO_L0P_22
NET  U1_B34_LVDS_00_N          LOC = AN28; # Bank  22 - IO_L0N_22
NET  U1_B34_LVDS_01_P          LOC = AN27; # Bank  22 - IO_L1P_22
NET  U1_B34_LVDS_01_N          LOC = AP28; # Bank  22 - IO_L1N_22
NET  U1_B34_LVDS_02_P          LOC = AR28; # Bank  22 - IO_L2P_22
NET  U1_B34_LVDS_02_N          LOC = AT28; # Bank  22 - IO_L2N_22
NET  U1_B34_LVDS_03_P          LOC = AJ28; # Bank  22 - IO_L3P_22
NET  U1_B34_LVDS_03_N          LOC = AK28; # Bank  22 - IO_L3N_22
NET  U1_B34_LVDS_04_P          LOC = AV28; # Bank  22 - IO_L4P_22
NET  U1_B34_LVDS_04_N          LOC = AW29; # Bank  22 - IO_L4N_VREF_22
NET  U1_B34_LVDS_05_P          LOC = AR26; # Bank  22 - IO_L5P_22
NET  U1_B34_LVDS_05_N          LOC = AR27; # Bank  22 - IO_L5N_22
NET  U1_B34_LVDS_06_P          LOC = AL27; # Bank  22 - IO_L6P_22
NET  U1_B34_LVDS_06_N          LOC = AL28; # Bank  22 - IO_L6N_22
NET  U1_B34_LVDS_07_P          LOC = AT27; # Bank  22 - IO_L7P_22
NET  U1_B34_LVDS_07_N          LOC = AU27; # Bank  22 - IO_L7N_22
NET  U1_B34_LVDS_08_P          LOC = AY28; # Bank  22 - IO_L8P_SRCC_22
NET  U1_B34_LVDS_08_N          LOC = BA29; # Bank  22 - IO_L8N_SRCC_22
NET  U1_B34_LVDS_09_P          LOC = AJ26; # Bank  22 - IO_L9P_MRCC_22
NET  U1_B34_LVDS_09_N          LOC = AK27; # Bank  22 - IO_L9N_MRCC_22
NET  U1_B34_LVDS_10_P          LOC = AN26; # Bank  22 - IO_L10P_MRCC_22
NET  U1_B34_LVDS_10_N          LOC = AP26; # Bank  22 - IO_L10N_MRCC_22
NET  U1_B34_LVDS_11_P          LOC = AV27; # Bank  22 - IO_L11P_SRCC_22
NET  U1_B34_LVDS_11_N          LOC = AW28; # Bank  22 - IO_L11N_SRCC_22
NET  U1_B34_LVDS_12_P          LOC = AJ25; # Bank  22 - IO_L12P_VRN_22
NET  U1_B34_LVDS_12_N          LOC = AK26; # Bank  22 - IO_L12N_VRP_22
NET  U1_B34_LVDS_13_P          LOC = AY27; # Bank  22 - IO_L13P_22
NET  U1_B34_LVDS_13_N          LOC = BA28; # Bank  22 - IO_L13N_22
NET  U1_B34_LVDS_14_P          LOC = BC27; # Bank  22 - IO_L14P_22
NET  U1_B34_LVDS_14_N          LOC = BD28; # Bank  22 - IO_L14N_VREF_22
NET  U1_B34_LVDS_15_P          LOC = AM25; # Bank  22 - IO_L15P_22
NET  U1_B34_LVDS_15_N          LOC = AM26; # Bank  22 - IO_L15N_22
NET  U1_B34_LVDS_16_P          LOC = BA27; # Bank  22 - IO_L16P_22
NET  U1_B34_LVDS_16_N          LOC = BB27; # Bank  22 - IO_L16N_22
NET  U1_B34_LVDS_17_P          LOC = BB29; # Bank  22 - IO_L17P_22
NET  U1_B34_LVDS_17_N          LOC = BC29; # Bank  22 - IO_L17N_22
NET  U1_B34_LVDS_18_P          LOC = AK25; # Bank  22 - IO_L18P_22
NET  U1_B34_LVDS_18_N          LOC = AL25; # Bank  22 - IO_L18N_22
NET  U1_B34_LVDS_19_P          LOC = BC28; # Bank  22 - IO_L19P_22
NET  U1_B34_LVDS_19_N          LOC = BD29; # Bank  22 - IO_L19N_22

NET  U1_B33_LVDS_00_P          LOC = AP31; # Bank  23 - IO_L0P_23
NET  U1_B33_LVDS_00_N          LOC = AR31; # Bank  23 - IO_L0N_23
NET  U1_B33_LVDS_01_P          LOC = AP29; # Bank  23 - IO_L1P_23
NET  U1_B33_LVDS_01_N          LOC = AP30; # Bank  23 - IO_L1N_23
NET  U1_B33_LVDS_02_P          LOC = AU31; # Bank  23 - IO_L2P_23
NET  U1_B33_LVDS_02_N          LOC = AV31; # Bank  23 - IO_L2N_23
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NET  U1_B33_LVDS_03_P          LOC = AJ31; # Bank  23 - IO_L3P_23
NET  U1_B33_LVDS_03_N          LOC = AK31; # Bank  23 - IO_L3N_23
NET  U1_B33_LVDS_04_P          LOC = AR30; # Bank  23 - IO_L4P_23
NET  U1_B33_LVDS_04_N          LOC = AT30; # Bank  23 - IO_L4N_VREF_23
NET  U1_B33_LVDS_05_P          LOC = AU32; # Bank  23 - IO_L5P_23
NET  U1_B33_LVDS_05_N          LOC = AV32; # Bank  23 - IO_L5N_23
NET  U1_B33_LVDS_06_P          LOC = AK30; # Bank  23 - IO_L6P_23
NET  U1_B33_LVDS_06_N          LOC = AL30; # Bank  23 - IO_L6N_23
NET  U1_B33_LVDS_07_P          LOC = AT29; # Bank  23 - IO_L7P_23
NET  U1_B33_LVDS_07_N          LOC = AU30; # Bank  23 - IO_L7N_23
NET  U1_B33_LVDS_08_P          LOC = AY32; # Bank  23 - IO_L8P_SRCC_23
NET  U1_B33_LVDS_08_N          LOC = BA32; # Bank  23 - IO_L8N_SRCC_23
NET  U1_B33_LVDS_09_P          LOC = AJ29; # Bank  23 - IO_L9P_MRCC_23
NET  U1_B33_LVDS_09_N          LOC = AJ30; # Bank  23 - IO_L9N_MRCC_23
NET  U1_B33_LVDS_10_P          LOC = BB31; # Bank  23 - IO_L10P_MRCC_23
NET  U1_B33_LVDS_10_N          LOC = BC31; # Bank  23 - IO_L10N_MRCC_23
NET  U1_B33_LVDS_11_P          LOC = AW31; # Bank  23 - IO_L11P_SRCC_23
NET  U1_B33_LVDS_11_N          LOC = AY31; # Bank  23 - IO_L11N_SRCC_23
NET  U1_B33_LVDS_12_P          LOC = AL29; # Bank  23 - IO_L12P_VRN_23
NET  U1_B33_LVDS_12_N          LOC = AM30; # Bank  23 - IO_L12N_VRP_23
NET  U1_B33_LVDS_13_P          LOC = BB32; # Bank  23 - IO_L13P_23
NET  U1_B33_LVDS_13_N          LOC = BC32; # Bank  23 - IO_L13N_23
NET  U1_B33_LVDS_14_P          LOC = AU29; # Bank  23 - IO_L14P_23
NET  U1_B33_LVDS_14_N          LOC = AV29; # Bank  23 - IO_L14N_VREF_23
NET  U1_B33_LVDS_15_P          LOC = AM31; # Bank  23 - IO_L15P_23
NET  U1_B33_LVDS_15_N          LOC = AN31; # Bank  23 - IO_L15N_23
NET  U1_B33_LVDS_16_P          LOC = AW30; # Bank  23 - IO_L16P_23
NET  U1_B33_LVDS_16_N          LOC = AY30; # Bank  23 - IO_L16N_23
NET  U1_B33_LVDS_17_P          LOC = BA30; # Bank  23 - IO_L17P_23
NET  U1_B33_LVDS_17_N          LOC = BB30; # Bank  23 - IO_L17N_23
NET  U1_B33_LVDS_18_P          LOC = AM29; # Bank  23 - IO_L18P_23
NET  U1_B33_LVDS_18_N          LOC = AN29; # Bank  23 - IO_L18N_23
NET  U1_B33_LVDS_19_P          LOC = BD30; # Bank  23 - IO_L19P_23
NET  U1_B33_LVDS_19_N          LOC = BD31; # Bank  23 - IO_L19N_23

NET  U1_B32_LVDS_00_P          LOC = AP33; # Bank  24 - IO_L0P_GC_24
NET  U1_B32_LVDS_00_N          LOC = AP34; # Bank  24 - IO_L0N_GC_24
NET  U1_B32_LVDS_01_P          LOC = AR33; # Bank  24 - IO_L1P_GC_24
NET  U1_B32_LVDS_01_N          LOC = AT33; # Bank  24 - IO_L1N_GC_24
NET  U1_B32_LVDS_02_P          LOC = AR35; # Bank  24 - IO_L2P_D15_24
NET  U1_B32_LVDS_02_N          LOC = AT35; # Bank  24 - IO_L2N_D14_24
NET  U1_B32_LVDS_03_P          LOC = AK35; # Bank  24 - IO_L3P_D13_24
NET  U1_B32_LVDS_03_N          LOC = AL35; # Bank  24 - IO_L3N_D12_24
NET  U1_B32_LVDS_04_P          LOC = AU34; # Bank  24 - IO_L4P_D11_24
NET  U1_B32_LVDS_04_N          LOC = AV34; # Bank  24 - IO_L4N_VREF_D10_24
NET  U1_B32_LVDS_05_P          LOC = AT34; # Bank  24 - IO_L5P_D9_24
NET  U1_B32_LVDS_05_N          LOC = AU35; # Bank  24 - IO_L5N_D8_24
NET  U1_B32_LVDS_06_P          LOC = AL34; # Bank  24 - IO_L6P_D7_24
NET  U1_B32_LVDS_06_N          LOC = AM35; # Bank  24 - IO_L6N_D6_24
NET  U1_B32_LVDS_07_P          LOC = AV33; # Bank  24 - IO_L7P_D5_24
NET  U1_B32_LVDS_07_N          LOC = AW34; # Bank  24 - IO_L7N_D4_24
NET  U1_B32_LVDS_08_P          LOC = AR32; # Bank  24 - IO_L8P_SRCC_24
NET  U1_B32_LVDS_08_N          LOC = AT32; # Bank  24 - IO_L8N_SRCC_24
NET  U1_B32_LVDS_09_P          LOC = AL33; # Bank  24 - IO_L9P_MRCC_24
NET  U1_B32_LVDS_09_N          LOC = AM34; # Bank  24 - IO_L9N_MRCC_24
NET  U1_B32_LVDS_10_P          LOC = AW35; # Bank  24 - IO_L10P_MRCC_24
NET  U1_B32_LVDS_10_N          LOC = AY35; # Bank  24 - IO_L10N_MRCC_24
NET  U1_B32_LVDS_11_P          LOC = BA35; # Bank  24 - IO_L11P_SRCC_24
NET  U1_B32_LVDS_11_N          LOC = BB35; # Bank  24 - IO_L11N_SRCC_24
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NET  U1_B32_LVDS_12_P          LOC = AN34; # Bank  24 - IO_L12P_D3_24
NET  U1_B32_LVDS_12_N          LOC = AP35; # Bank  24 - IO_L12N_D2_FS2_24
NET  U1_B32_LVDS_13_P          LOC = BA33; # Bank  24 - IO_L13P_D1_FS1_24
NET  U1_B32_LVDS_13_N          LOC = BA34; # Bank  24 - IO_L13N_D0_FS0_24
NET  U1_B32_LVDS_14_P          LOC = AW33; # Bank  24 - IO_L14P_FCS_B_24
NET  U1_B32_LVDS_14_N          LOC = AY33; # Bank  24 - 
IO_L14N_VREF_FOE_B_MOSI
NET  U1_B32_LVDS_15_P          LOC = AN32; # Bank  24 - IO_L15P_FWE_B_24
NET  U1_B32_LVDS_15_N          LOC = AN33; # Bank  24 - IO_L15N_RS1_24
NET  U1_B32_LVDS_16_P          LOC = BB34; # Bank  24 - IO_L16P_RS0_24
NET  U1_B32_LVDS_16_N          LOC = BC34; # Bank  24 - IO_L16N_CSO_B_24
NET  U1_B32_LVDS_17_P          LOC = BD34; # Bank  24 - IO_L17P_VRN_24
NET  U1_B32_LVDS_17_N          LOC = BD35; # Bank  24 - IO_L17N_VRP_24
NET  U1_B32_LVDS_18_P          LOC = AL32; # Bank  24 - IO_L18P_24
NET  U1_B32_LVDS_18_N          LOC = AM32; # Bank  24 - IO_L18N_24
NET  U1_B32_LVDS_19_P          LOC = BC33; # Bank  24 - IO_L19P_24
NET  U1_B32_LVDS_19_N          LOC = BD33; # Bank  24 - IO_L19N_24

NET  U1_B26_LVDS_00_P          LOC =  B31; # Bank  26 - IO_L0P_26
NET  U1_B26_LVDS_00_N          LOC =  A32; # Bank  26 - IO_L0N_26
NET  U1_B26_LVDS_01_P          LOC =  B30; # Bank  26 - IO_L1P_26
NET  U1_B26_LVDS_01_N          LOC =  A30; # Bank  26 - IO_L1N_26
NET  U1_B26_LVDS_02_P          LOC =  C32; # Bank  26 - IO_L2P_26
NET  U1_B26_LVDS_02_N          LOC =  C33; # Bank  26 - IO_L2N_26
NET  U1_B26_LVDS_03_P          LOC =  M30; # Bank  26 - IO_L3P_26
NET  U1_B26_LVDS_03_N          LOC =  M31; # Bank  26 - IO_L3N_26
NET  U1_B26_LVDS_04_P          LOC =  E30; # Bank  26 - IO_L4P_26
NET  U1_B26_LVDS_04_N          LOC =  D30; # Bank  26 - IO_L4N_VREF_26
NET  U1_B26_LVDS_05_P          LOC =  B32; # Bank  26 - IO_L5P_26
NET  U1_B26_LVDS_05_N          LOC =  A33; # Bank  26 - IO_L5N_26
NET  U1_B26_LVDS_06_P          LOC =  N29; # Bank  26 - IO_L6P_26
NET  U1_B26_LVDS_06_N          LOC =  M29; # Bank  26 - IO_L6N_26
NET  U1_B26_LVDS_07_P          LOC =  D31; # Bank  26 - IO_L7P_26
NET  U1_B26_LVDS_07_N          LOC =  C31; # Bank  26 - IO_L7N_26
NET  U1_B26_LVDS_08_P          LOC =  G31; # Bank  26 - IO_L8P_SRCC_26
NET  U1_B26_LVDS_08_N          LOC =  F32; # Bank  26 - IO_L8N_SRCC_26
NET  U1_B26_LVDS_09_P          LOC =  R28; # Bank  26 - IO_L9P_MRCC_26
NET  U1_B26_LVDS_09_N          LOC =  P29; # Bank  26 - IO_L9N_MRCC_26
NET  U1_B26_LVDS_10_P          LOC =  J31; # Bank  26 - IO_L10P_MRCC_26
NET  U1_B26_LVDS_10_N          LOC =  H32; # Bank  26 - IO_L10N_MRCC_26
NET  U1_B26_LVDS_11_P          LOC =  E31; # Bank  26 - IO_L11P_SRCC_26
NET  U1_B26_LVDS_11_N          LOC =  E32; # Bank  26 - IO_L11N_SRCC_26
NET  U1_B26_LVDS_12_P          LOC =  N31; # Bank  26 - IO_L12P_VRN_26
NET  U1_B26_LVDS_12_N          LOC =  M32; # Bank  26 - IO_L12N_VRP_26
NET  U1_B26_LVDS_13_P          LOC =  G30; # Bank  26 - IO_L13P_26
NET  U1_B26_LVDS_13_N          LOC =  F30; # Bank  26 - IO_L13N_26
NET  U1_B26_LVDS_14_P          LOC =  L30; # Bank  26 - IO_L14P_26
NET  U1_B26_LVDS_14_N          LOC =  K31; # Bank  26 - IO_L14N_VREF_26
NET  U1_B26_LVDS_15_P          LOC =  R30; # Bank  26 - IO_L15P_26
NET  U1_B26_LVDS_15_N          LOC =  P30; # Bank  26 - IO_L15N_26
NET  U1_B26_LVDS_16_P          LOC =  L32; # Bank  26 - IO_L16P_26
NET  U1_B26_LVDS_16_N          LOC =  K32; # Bank  26 - IO_L16N_26
NET  U1_B26_LVDS_17_P          LOC =  H31; # Bank  26 - IO_L17P_26
NET  U1_B26_LVDS_17_N          LOC =  G32; # Bank  26 - IO_L17N_26
NET  U1_B26_LVDS_18_P          LOC =  T29; # Bank  26 - IO_L18P_26
NET  U1_B26_LVDS_18_N          LOC =  T30; # Bank  26 - IO_L18N_26
NET  U1_B26_LVDS_19_P          LOC =  K30; # Bank  26 - IO_L19P_26
NET  U1_B26_LVDS_19_N          LOC =  J30; # Bank  26 - IO_L19N_26
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##
## GTX REFCLKS
##
NET  U1_MGTREFCLK0_101_C_P     LOC = AU37; # Bank 101 - MGTREFCLK0P_101
NET  U1_MGTREFCLK0_101_C_N     LOC = AU38; # Bank 101 - MGTREFCLK0N_101
NET  U1_MGTREFCLK1_101_C_P     LOC = AR37; # Bank 101 - MGTREFCLK1P_101
NET  U1_MGTREFCLK1_101_C_N     LOC = AR38; # Bank 101 - MGTREFCLK1N_101
NET  U1_MGTREFCLK0_104_C_P     LOC = AB35; # Bank 104 - MGTREFCLK0P_104
NET  U1_MGTREFCLK0_104_C_N     LOC = AB36; # Bank 104 - MGTREFCLK0N_104
NET  U1_MGTREFCLK1_104_C_P     LOC =  Y35; # Bank 104 - MGTREFCLK1P_104
NET  U1_MGTREFCLK1_104_C_N     LOC =  Y36; # Bank 104 - MGTREFCLK1N_104
NET  U1_MGTREFCLK1_111_P       LOC =  AR8; # Bank 111 - MGTREFCLK1P_111
NET  U1_MGTREFCLK1_111_N       LOC =  AR7; # Bank 111 - MGTREFCLK1N_111
NET  U1_MGTREFCLK0_111_P       LOC =  AU8; # Bank 111 - MGTREFCLK0P_111
NET  U1_MGTREFCLK0_111_N       LOC =  AU7; # Bank 111 - MGTREFCLK0N_111
NET  U1_MGTREFCLK1_114_P       LOC =  Y10; # Bank 114 - MGTREFCLK1P_114
NET  U1_MGTREFCLK1_114_N       LOC =   Y9; # Bank 114 - MGTREFCLK1N_114
NET  U1_MGTREFCLK0_114_P       LOC = AB10; # Bank 114 - MGTREFCLK0P_114
NET  U1_MGTREFCLK0_114_N       LOC =  AB9; # Bank 114 - MGTREFCLK0N_114

##
## GTH REFCLKS (1 PER QUAD):
##
NET  U1_MGTREFCLK_106_P        LOC =  R41; # Bank 106 - MGTREFCLKP_106
NET  U1_MGTREFCLK_106_N        LOC =  R42; # Bank 106 - MGTREFCLKN_106
NET  U1_MGTREFCLK_107_P        LOC =  J41; # Bank 107 - MGTREFCLKP_107
NET  U1_MGTREFCLK_107_N        LOC =  J42; # Bank 107 - MGTREFCLKN_107
NET  U1_MGTREFCLK_108_P        LOC =  E41; # Bank 108 - MGTREFCLKP_108
NET  U1_MGTREFCLK_108_N        LOC =  E42; # Bank 108 - MGTREFCLKN_108
NET  U1_MGTREFCLK_116_P        LOC =   R4; # Bank 116 - MGTREFCLKP_116
NET  U1_MGTREFCLK_116_N        LOC =   R3; # Bank 116 - MGTREFCLKN_116
NET  U1_MGTREFCLK_117_P        LOC =   J4; # Bank 117 - MGTREFCLKP_117
NET  U1_MGTREFCLK_117_N        LOC =   J3; # Bank 117 - MGTREFCLKN_117
NET  U1_MGTREFCLK_118_P        LOC =   E4; # Bank 118 - MGTREFCLKP_118
NET  U1_MGTREFCLK_118_N        LOC =   E3; # Bank 118 - MGTREFCLKN_118

##
## INTERLOCKEN INTERFACE (AIRMAX CONNECTORS) FLOW CONTROL SIGNALS:
##
NET  U1_AMR1_FC_LS_SYNC        LOC =  C12; # Bank  35 - IO_L0P_35
NET  U1_AMR1_FC_LS_DATA        LOC =  C11; # Bank  35 - IO_L0N_35
NET  U1_AMR1_FC_LS_CK          LOC =  A13; # Bank  35 - IO_L1P_35
NET  U1_AMH1_FC_LS_SYNC        LOC =  A12; # Bank  35 - IO_L1N_35
NET  U1_AMH1_FC_LS_DATA        LOC =  B11; # Bank  35 - IO_L2P_SM0P_35
NET  U1_AMH1_FC_LS_CK          LOC =  A10; # Bank  35 - IO_L2N_SM0N_35

NET  U1_AMR2_FC_LS_SYNC        LOC =  R13; # Bank  35 - IO_L3P_SM1P_35
NET  U1_AMR2_FC_LS_DATA        LOC =  R12; # Bank  35 - IO_L3N_SM1N_35
NET  U1_AMR2_FC_LS_CK          LOC =   B9; # Bank  35 - IO_L4P_35
NET  U1_AMH2_FC_LS_SYNC        LOC =   A8; # Bank  35 - IO_L4N_VREF_35
NET  U1_AMH2_FC_LS_DATA        LOC =  C13; # Bank  35 - IO_L5P_SM2P_35
NET  U1_AMH2_FC_LS_CK          LOC =  B12; # Bank  35 - IO_L5N_SM2N_35

NET  U1_AMR3_FC_LS_SYNC        LOC =  H11; # Bank  35 - IO_L6P_SM3P_35
NET  U1_AMR3_FC_LS_DATA        LOC =  G10; # Bank  35 - IO_L6N_SM3N_35
NET  U1_AMR3_FC_LS_CK          LOC =  B10; # Bank  35 - IO_L7P_SM4P_35
NET  U1_AMH3_FC_LS_SYNC        LOC =   A9; # Bank  35 - IO_L7N_SM4N_35
NET  U1_AMH3_FC_LS_DATA        LOC =  E12; # Bank  35 - IO_L8P_SRCC_35
NET  U1_AMH3_FC_LS_CK          LOC =  D11; # Bank  35 - IO_L8N_SRCC_35
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##
## INTERLOCKEN INTERFACE (AIRMAX CONNECTORS) I/O CONTROL SIGNALS:
##
NET  U1_AMH3_IO7               LOC =  G34; # Bank  25 - IO_L14P_25
NET  U1_AMH3_IO6               LOC =  F34; # Bank  25 - IO_L14N_VREF_25
NET  U1_AMH3_IO5               LOC =  R33; # Bank  25 - IO_L15P_SM15P_25
NET  U1_AMH3_IO4               LOC =  P33; # Bank  25 - IO_L15N_SM15N_25
NET  U1_AMH3_IO3               LOC =  J34; # Bank  25 - IO_L17P_25
NET  U1_AMH3_IO2               LOC =  H34; # Bank  25 - IO_L17N_25
NET  U1_AMH3_IO1               LOC =  R31; # Bank  25 - IO_L18P_GC_25
NET  U1_AMH3_IO0               LOC =  R32; # Bank  25 - IO_L18N_GC_25

NET  U1_AMH2_IO7               LOC = AU26; # Bank  21 - IO_L0P_21
NET  U1_AMH2_IO6               LOC = AV26; # Bank  21 - IO_L0N_21
NET  U1_AMH2_IO5               LOC = AW25; # Bank  21 - IO_L2P_21
NET  U1_AMH2_IO4               LOC = AY25; # Bank  21 - IO_L2N_21
NET  U1_AMH2_IO3               LOC = AK23; # Bank  21 - IO_L3P_21
NET  U1_AMH2_IO2               LOC = AL23; # Bank  21 - IO_L3N_21
NET  U1_AMH2_IO1               LOC = BD25; # Bank  21 - IO_L4P_21
NET  U1_AMH2_IO0               LOC = BD26; # Bank  21 - IO_L4N_VREF_21

NET  U1_AMH1_IO7               LOC = AW26; # Bank  21 - IO_L5P_21
NET  U1_AMH1_IO6               LOC = AY26; # Bank  21 - IO_L5N_21
NET  U1_AMH1_IO5               LOC = AN23; # Bank  21 - IO_L6P_21
NET  U1_AMH1_IO4               LOC = AP23; # Bank  21 - IO_L6N_21
NET  U1_AMH1_IO3               LOC = BB26; # Bank  21 - IO_L7P_21
NET  U1_AMH1_IO2               LOC = BC26; # Bank  21 - IO_L7N_21
NET  U1_AMH1_IO1               LOC = BA24; # Bank  21 - IO_L8P_SRCC_21
NET  U1_AMH1_IO0               LOC = BB24; # Bank  21 - IO_L8N_SRCC_21
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Appendix D

ML630 Master UCF Listing for U2

The ML630 master user constraints file (UCF) template provides for designs targeting the 
ML630 board. Net names in the constraints listed below correlate with net names on the 
ML630 board schematic. Users must identify the appropriate pins and replace the net 
names below with net names in the user RTL. See the Constraints Guide for more 
information.

#########################################################
##
##  ML630 FPGA U2 PIN LOCS: INITIAL RELEASE
##
##  FPGA = HX380T-2FFG1924 OR HX565T-2FFG1924
##
#########################################################

##
## GLOBAL LVDS CLOCK INPUTS:
## ALL SI570 @I2C 0X5D, DEFAULT STARTUP = 156.25MHZ
##
NET  U2_LVDS_OSC_P             LOC = AR33; # Bank  24 - 200MHz
NET  U2_LVDS_OSC_N             LOC = AT33; # Bank  24 - 200MHz
NET  U2_SI570_4_P              LOC =  N11; # Bank  35 - 156.25MHz
NET  U2_SI570_4_N              LOC =  M10; # Bank  35 - 156.25MHz
NET  U2_SI570_5_P              LOC =  N12; # Bank  35 - 156.25MHz
NET  U2_SI570_5_N              LOC =  M12; # Bank  35 - 156.25MHz

##
## FPGA CONTROL FOR 2:1 GTH REFCLK MUX:
##
NET  U2_GTHREFCLK_LS_SEL0      LOC =  G12; # Bank  35 - IO_L10P_MRCC_35
NET  U2_GTHREFCLK_LS_SEL1      LOC =  F12; # Bank  35 - IO_L10N_MRCC_35

##
## FPGA I2C INTERFACE:
##
NET  U2_SCL_MAIN               LOC =  H12; # Bank  35 - CLOCKS, EEPROM
NET  U2_SDA_MAIN               LOC =  G11; # Bank  35 - SHARED WITH U1
NET  U2_SDA_LS                 LOC =  K10; # Bank  35 - FMC2
NET  U2_SCL_LS                 LOC =  J10; # Bank  35 - FMC2

##
## CP2103 USB-TO-UART BRIDGE INTERFACE:
##
NET  U2_USB_CTS_I_B            LOC =  P11; # Bank  35 - IO_L12P_SM5P_35
NET  U2_USB_RTS_0_B            LOC =  P10; # Bank  35 - IO_L12N_SM5N_35
NET  U2_USB_RXD_I              LOC =  F10; # Bank  35 - IO_L13P_SM6P_35
NET  U2_USB_TXD_0              LOC =  E10; # Bank  35 - IO_L13N_SM6N_35
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NET  U2_USB_GPIO_3             LOC =  E11; # Bank  35 - IO_L14P_35
NET  U2_USB_GPIO_2             LOC =  D10; # Bank  35 - IO_L14N_VREF_35
NET  U2_USB_GPIO_1             LOC =  M11; # Bank  35 - IO_L15P_SM7P_35
NET  U2_USB_GPIO_0             LOC =  L10; # Bank  35 - IO_L15N_SM7N_35

##
## USER PUSHBUTTON SWITCHES:
##
NET  U2_USER_PB4               LOC =  N23; # Bank  28 - IO_L18P_28
NET  U2_USER_PB3               LOC =  N24; # Bank  28 - IO_L18N_28
NET  U2_USER_PB2               LOC =  J26; # Bank  28 - IO_L19P_28
NET  U2_USER_PB1               LOC =  H26; # Bank  28 - IO_L19N_28

##
## USER LEDS:
##
NET  U2_USER_LED8              LOC =  A34; # Bank  25 - IO_L0P_25
NET  U2_USER_LED7              LOC =  A35; # Bank  25 - IO_L0N_25
NET  U2_USER_LED6              LOC =  B35; # Bank  25 - IO_L1P_25
NET  U2_USER_LED5              LOC =  B36; # Bank  25 - IO_L1N_25
NET  U2_USER_LED4              LOC =  B37; # Bank  25 - IO_L2P_SM8P_25
NET  U2_USER_LED3              LOC =  A37; # Bank  25 - IO_L2N_SM8N_25
NET  U2_USER_LED2              LOC =  L33; # Bank  25 - IO_L3P_SM9P_25
NET  U2_USER_LED1              LOC =  K33; # Bank  25 - IO_L3N_SM9N_25

##
## SLIDE SWITCH (8 POSITION):]
##
NET  U2_USER_SW8               LOC =  F20; # Bank  38 - IO_L16P_38
NET  U2_USER_SW7               LOC =  E20; # Bank  38 - IO_L16N_38
NET  U2_USER_SW6               LOC =  H21; # Bank  38 - IO_L17P_38
NET  U2_USER_SW5               LOC =  G20; # Bank  38 - IO_L17N_38
NET  U2_USER_SW4               LOC =  R21; # Bank  38 - IO_L18P_38
NET  U2_USER_SW3               LOC =  P21; # Bank  38 - IO_L18N_38
NET  U2_USER_SW2               LOC =  K21; # Bank  38 - IO_L19P_38
NET  U2_USER_SW1               LOC =  J20; # Bank  38 - IO_L19N_38
##
## USER I/O HEADER:
##
NET  U2_USER_IO_6              LOC =  P34; # Bank  25 - IO_L4P_25
NET  U2_USER_IO_5              LOC =  P35; # Bank  25 - IO_L4N_VREF_25
NET  U2_USER_IO_4              LOC =  E35; # Bank  25 - IO_L5P_SM10P_25
NET  U2_USER_IO_3              LOC =  D35; # Bank  25 - IO_L5N_SM10N_25
NET  U2_USER_IO_2              LOC =  K35; # Bank  25 - IO_L6P_SM11P_25
NET  U2_USER_IO_1              LOC =  J35; # Bank  25 - IO_L6N_SM11N_25

##
## VGA2 DEBUG HEADER:
##
NET  U2_VGA_R_3                LOC =  C34; # Bank  25 - IO_L7P_SM12P_25
NET  U2_VGA_R_2                LOC =  B34; # Bank  25 - IO_L7N_SM12N_25
NET  U2_VGA_R_1                LOC =  D33; # Bank  25 - IO_L8P_SRCC_25
NET  U2_VGA_R_0                LOC =  D34; # Bank  25 - IO_L8N_SRCC_25
NET  U2_VGA_G_3                LOC =  N33; # Bank  25 - IO_L9P_MRCC_25
NET  U2_VGA_G_2                LOC =  N34; # Bank  25 - IO_L9N_MRCC_25
NET  U2_VGA_G_1                LOC =  M35; # Bank  25 - IO_L10P_MRCC_25
NET  U2_VGA_G_0                LOC =  L35; # Bank  25 - IO_L10N_MRCC_25
NET  U2_VGA_B_3                LOC =  G35; # Bank  25 - IO_L11P_SRCC_25
NET  U2_VGA_B_2                LOC =  F35; # Bank  25 - IO_L11N_SRCC_25
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NET  U2_VGA_B_1                LOC =  P31; # Bank  25 - IO_L12P_SM13P_25
NET  U2_VGA_B_0                LOC =  N32; # Bank  25 - IO_L12N_SM13N_25
NET  U2_VGA_HSYNC              LOC =  F33; # Bank  25 - IO_L13P_SM14P_25
NET  U2_VGA_VSYNC              LOC =  E33; # Bank  25 - IO_L13N_SM14N_25

##
## DCI:
##
NET  U2_VRN_21                 LOC = AP25; # Bank  21 - IO_L12P_VRN_21
NET  U2_VRP_21                 LOC = AR25; # Bank  21 - IO_L12N_VRP_21
NET  U2_VRN_22                 LOC = AJ25; # Bank  22 - IO_L12P_VRN_22
NET  U2_VRP_22                 LOC = AK26; # Bank  22 - IO_L12N_VRP_22
NET  U2_VRN_25                 LOC =  M34; # Bank  25 - IO_L16P_VRN_25
NET  U2_VRP_25                 LOC =  L34; # Bank  25 - IO_L16N_VRP_25
NET  U2_VRN_35                 LOC =  L12; # Bank  35 - IO_L16P_VRN_35
NET  U2_VRP_35                 LOC =  K12; # Bank  35 - IO_L16N_VRP_35
NET  U2_VRN_36                 LOC =  N14; # Bank  36 - IO_L12P_VRN_36
NET  U2_VRP_36                 LOC =  M14; # Bank  36 - IO_L12N_VRP_36

##
## FMC2:
##
NET  FMC2_PRSNT_M2C_L          LOC = BA25; # Bank  21 - IO_L19P_21

NET  FMC2_CLK0_M2C_P           LOC = AP21; # Bank  31 - IO_L9P_MRCC_31
NET  FMC2_CLK0_M2C_N           LOC = AR20; # Bank  31 - IO_L9N_MRCC_31
NET  FMC2_CLK1_M2C_P           LOC = AR23; # Bank  21 - IO_L9P_MRCC_21
NET  FMC2_CLK1_M2C_N           LOC = AT23; # Bank  21 - IO_L9N_MRCC_21

NET  FMC2_LA33_P               LOC = AJ28; # Bank  22 - IO_L3P_22
NET  FMC2_LA33_N               LOC = AK28; # Bank  22 - IO_L3N_22
NET  FMC2_LA32_P               LOC = AM25; # Bank  22 - IO_L15P_22
NET  FMC2_LA32_N               LOC = AM26; # Bank  22 - IO_L15N_22
NET  FMC2_LA31_P               LOC = AM27; # Bank  22 - IO_L0P_22
NET  FMC2_LA31_N               LOC = AN28; # Bank  22 - IO_L0N_22
NET  FMC2_LA30_P               LOC = AL27; # Bank  22 - IO_L6P_22
NET  FMC2_LA30_N               LOC = AL28; # Bank  22 - IO_L6N_22
NET  FMC2_LA29_P               LOC = AR26; # Bank  22 - IO_L5P_22
NET  FMC2_LA29_N               LOC = AR27; # Bank  22 - IO_L5N_22
NET  FMC2_LA28_P               LOC = AR28; # Bank  22 - IO_L2P_22
NET  FMC2_LA28_N               LOC = AT28; # Bank  22 - IO_L2N_22
NET  FMC2_LA27_P               LOC = AY28; # Bank  22 - IO_L8P_SRCC_22
NET  FMC2_LA27_N               LOC = BA29; # Bank  22 - IO_L8N_SRCC_22
NET  FMC2_LA26_P               LOC = AY27; # Bank  22 - IO_L13P_22
NET  FMC2_LA26_N               LOC = BA28; # Bank  22 - IO_L13N_22
NET  FMC2_LA25_P               LOC = AV27; # Bank  22 - IO_L11P_SRCC_22
NET  FMC2_LA25_N               LOC = AW28; # Bank  22 - IO_L11N_SRCC_22
NET  FMC2_LA24_P               LOC = AV28; # Bank  22 - IO_L4P_22
NET  FMC2_LA24_N               LOC = AW29; # Bank  22 - IO_L4N_VREF_22
NET  FMC2_LA23_P               LOC = BA27; # Bank  22 - IO_L16P_22
NET  FMC2_LA23_N               LOC = BB27; # Bank  22 - IO_L16N_22
NET  FMC2_LA22_P               LOC = AT27; # Bank  22 - IO_L7P_22
NET  FMC2_LA22_N               LOC = AU27; # Bank  22 - IO_L7N_22
NET  FMC2_LA21_P               LOC = BB29; # Bank  22 - IO_L17P_22
NET  FMC2_LA21_N               LOC = BC29; # Bank  22 - IO_L17N_22
NET  FMC2_LA20_P               LOC = BC27; # Bank  22 - IO_L14P_22
NET  FMC2_LA20_N               LOC = BD28; # Bank  22 - IO_L14N_VREF_22
NET  FMC2_LA19_P               LOC = AN27; # Bank  22 - IO_L1P_22
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NET  FMC2_LA19_N               LOC = AP28; # Bank  22 - IO_L1N_22
NET  FMC2_LA18_CC_P            LOC = AJ26; # Bank  22 - IO_L9P_MRCC_22
NET  FMC2_LA18_CC_N            LOC = AK27; # Bank  22 - IO_L9N_MRCC_22
NET  FMC2_LA17_CC_P            LOC = AN26; # Bank  22 - IO_L10P_MRCC_22
NET  FMC2_LA17_CC_N            LOC = AP26; # Bank  22 - IO_L10N_MRCC_22
NET  FMC2_LA16_P               LOC = BD25; # Bank  21 - IO_L4P_21
NET  FMC2_LA16_N               LOC = BD26; # Bank  21 - IO_L4N_VREF_21
NET  FMC2_LA15_P               LOC = BB26; # Bank  21 - IO_L7P_21
NET  FMC2_LA15_N               LOC = BC26; # Bank  21 - IO_L7N_21
NET  FMC2_LA14_P               LOC = BC24; # Bank  21 - IO_L17P_21
NET  FMC2_LA14_N               LOC = BD24; # Bank  21 - IO_L17N_21
NET  FMC2_LA13_P               LOC = BC23; # Bank  21 - IO_L16P_21
NET  FMC2_LA13_N               LOC = BD23; # Bank  21 - IO_L16N_21
NET  FMC2_LA12_P               LOC = AK23; # Bank  21 - IO_L3P_21
NET  FMC2_LA12_N               LOC = AL23; # Bank  21 - IO_L3N_21
NET  FMC2_LA11_P               LOC = AW26; # Bank  21 - IO_L5P_21
NET  FMC2_LA11_N               LOC = AY26; # Bank  21 - IO_L5N_21
NET  FMC2_LA10_P               LOC = AW25; # Bank  21 - IO_L2P_21
NET  FMC2_LA10_N               LOC = AY25; # Bank  21 - IO_L2N_21
NET  FMC2_LA09_P               LOC = BA24; # Bank  21 - IO_L8P_SRCC_21
NET  FMC2_LA09_N               LOC = BB24; # Bank  21 - IO_L8N_SRCC_21
NET  FMC2_LA08_P               LOC = AT24; # Bank  21 - IO_L14P_21
NET  FMC2_LA08_N               LOC = AU24; # Bank  21 - IO_L14N_VREF_21
NET  FMC2_LA07_P               LOC = AV24; # Bank  21 - IO_L13P_21
NET  FMC2_LA07_N               LOC = AW24; # Bank  21 - IO_L13N_21
NET  FMC2_LA06_P               LOC = AU26; # Bank  21 - IO_L0P_21
NET  FMC2_LA06_N               LOC = AV26; # Bank  21 - IO_L0N_21
NET  FMC2_LA05_P               LOC = AT25; # Bank  21 - IO_L1P_21
NET  FMC2_LA05_N               LOC = AU25; # Bank  21 - IO_L1N_21
NET  FMC2_LA04_P               LOC = AN23; # Bank  21 - IO_L6P_21
NET  FMC2_LA04_N               LOC = AP23; # Bank  21 - IO_L6N_21
NET  FMC2_LA03_P               LOC = AN24; # Bank  21 - IO_L18P_21
NET  FMC2_LA03_N               LOC = AP24; # Bank  21 - IO_L18N_21
NET  FMC2_LA02_P               LOC = AL24; # Bank  21 - IO_L15P_21
NET  FMC2_LA02_N               LOC = AM24; # Bank  21 - IO_L15N_21
NET  FMC2_LA01_CC_P            LOC = AY23; # Bank  21 - IO_L11P_SRCC_21
NET  FMC2_LA01_CC_N            LOC = BA23; # Bank  21 - IO_L11N_SRCC_21
NET  FMC2_LA00_CC_P            LOC = AV23; # Bank  21 - IO_L10P_MRCC_21
NET  FMC2_LA00_CC_N            LOC = AW23; # Bank  21 - IO_L10N_MRCC_21

NET  FMC2_HA23_P               LOC = BD34; # Bank  24 - IO_L17P_VRN_24
NET  FMC2_HA23_N               LOC = BD35; # Bank  24 - IO_L17N_VRP_24
NET  FMC2_HA22_P               LOC = BB34; # Bank  24 - IO_L16P_RS0_24
NET  FMC2_HA22_N               LOC = BC34; # Bank  24 - IO_L16N_CSO_B_24
NET  FMC2_HA21_P               LOC = AW33; # Bank  24 - IO_L14P_FCS_B_24
NET  FMC2_HA21_N               LOC = AY33; # Bank  24 - 
IO_L14N_VREF_FOE_B_MOSI
NET  FMC2_HA20_P               LOC = AN32; # Bank  24 - IO_L15P_FWE_B_24
NET  FMC2_HA20_N               LOC = AN33; # Bank  24 - IO_L15N_RS1_24
NET  FMC2_HA19_P               LOC = BA33; # Bank  24 - IO_L13P_D1_FS1_24
NET  FMC2_HA19_N               LOC = BA34; # Bank  24 - IO_L13N_D0_FS0_24
NET  FMC2_HA18_P               LOC = AN34; # Bank  24 - IO_L12P_D3_24
NET  FMC2_HA18_N               LOC = AP35; # Bank  24 - IO_L12N_D2_FS2_24
NET  FMC2_HA17_CC_P            LOC = AL33; # Bank  24 - IO_L9P_MRCC_24
NET  FMC2_HA17_CC_N            LOC = AM34; # Bank  24 - IO_L9N_MRCC_24
NET  FMC2_HA16_P               LOC = BB22; # Bank  31 - IO_L16P_31
NET  FMC2_HA16_N               LOC = BC22; # Bank  31 - IO_L16N_31
NET  FMC2_HA15_P               LOC = BA20; # Bank  31 - IO_L5P_31
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NET  FMC2_HA15_N               LOC = BB20; # Bank  31 - IO_L5N_31
NET  FMC2_HA14_P               LOC = AY22; # Bank  31 - IO_L19P_31
NET  FMC2_HA14_N               LOC = AY21; # Bank  31 - IO_L19N_31
NET  FMC2_HA13_P               LOC = BC21; # Bank  31 - IO_L17P_31
NET  FMC2_HA13_N               LOC = BD21; # Bank  31 - IO_L17N_31
NET  FMC2_HA12_P               LOC = BB19; # Bank  31 - IO_L7P_31
NET  FMC2_HA12_N               LOC = BC19; # Bank  31 - IO_L7N_31
NET  FMC2_HA11_P               LOC = AT22; # Bank  31 - IO_L13P_31
NET  FMC2_HA11_N               LOC = AU22; # Bank  31 - IO_L13N_31
NET  FMC2_HA10_P               LOC = AU21; # Bank  31 - IO_L14P_31
NET  FMC2_HA10_N               LOC = AV21; # Bank  31 - IO_L14N_VREF_31
NET  FMC2_HA09_P               LOC = AL22; # Bank  31 - IO_L15P_31
NET  FMC2_HA09_N               LOC = AM21; # Bank  31 - IO_L15N_31
NET  FMC2_HA08_P               LOC = AT20; # Bank  31 - IO_L1P_31
NET  FMC2_HA08_N               LOC = AU20; # Bank  31 - IO_L1N_31
NET  FMC2_HA07_P               LOC = AM22; # Bank  31 - IO_L18P_31
NET  FMC2_HA07_N               LOC = AN22; # Bank  31 - IO_L18N_31
NET  FMC2_HA06_P               LOC = AR22; # Bank  31 - IO_L12P_VRN_31
NET  FMC2_HA06_N               LOC = AR21; # Bank  31 - IO_L12N_VRP_31
NET  FMC2_HA05_P               LOC = AY20; # Bank  31 - IO_L4P_31
NET  FMC2_HA05_N               LOC = BA19; # Bank  31 - IO_L4N_VREF_31
NET  FMC2_HA04_P               LOC = AW20; # Bank  31 - IO_L2P_31
NET  FMC2_HA04_N               LOC = AW19; # Bank  31 - IO_L2N_31
NET  FMC2_HA03_P               LOC = AN21; # Bank  31 - IO_L6P_31
NET  FMC2_HA03_N               LOC = AP20; # Bank  31 - IO_L6N_31
NET  FMC2_HA02_P               LOC = AK22; # Bank  31 - IO_L3P_31
NET  FMC2_HA02_N               LOC = AK21; # Bank  31 - IO_L3N_31
NET  FMC2_HA01_CC_P            LOC = AV22; # Bank  31 - IO_L10P_MRCC_31
NET  FMC2_HA01_CC_N            LOC = AW21; # Bank  31 - IO_L10N_MRCC_31
NET  FMC2_HA00_CC_P            LOC = BA22; # Bank  31 - IO_L11P_SRCC_31
NET  FMC2_HA00_CC_N            LOC = BB21; # Bank  31 - IO_L11N_SRCC_31

NET  FMC2_HB21_P               LOC = AL32; # Bank  24 - IO_L18P_24
NET  FMC2_HB21_N               LOC = AM32; # Bank  24 - IO_L18N_24
NET  FMC2_HB20_P               LOC = BC33; # Bank  24 - IO_L19P_24
NET  FMC2_HB20_N               LOC = BD33; # Bank  24 - IO_L19N_24
NET  FMC2_HB19_P               LOC = AM31; # Bank  23 - IO_L15P_23
NET  FMC2_HB19_N               LOC = AN31; # Bank  23 - IO_L15N_23
NET  FMC2_HB18_P               LOC = AM29; # Bank  23 - IO_L18P_23
NET  FMC2_HB18_N               LOC = AN29; # Bank  23 - IO_L18N_23
NET  FMC2_HB17_CC_P            LOC = AJ29; # Bank  23 - IO_L9P_MRCC_23
NET  FMC2_HB17_CC_N            LOC = AJ30; # Bank  23 - IO_L9N_MRCC_23
NET  FMC2_HB16_P               LOC = AL29; # Bank  23 - IO_L12P_VRN_23
NET  FMC2_HB16_N               LOC = AM30; # Bank  23 - IO_L12N_VRP_23
NET  FMC2_HB15_P               LOC = AK30; # Bank  23 - IO_L6P_23
NET  FMC2_HB15_N               LOC = AL30; # Bank  23 - IO_L6N_23
NET  FMC2_HB14_P               LOC = AJ31; # Bank  23 - IO_L3P_23
NET  FMC2_HB14_N               LOC = AK31; # Bank  23 - IO_L3N_23
NET  FMC2_HB13_P               LOC = AR30; # Bank  23 - IO_L4P_23
NET  FMC2_HB13_N               LOC = AT30; # Bank  23 - IO_L4N_VREF_23
NET  FMC2_HB12_P               LOC = AP31; # Bank  23 - IO_L0P_23
NET  FMC2_HB12_N               LOC = AR31; # Bank  23 - IO_L0N_23
NET  FMC2_HB11_P               LOC = AT29; # Bank  23 - IO_L7P_23
NET  FMC2_HB11_N               LOC = AU30; # Bank  23 - IO_L7N_23
NET  FMC2_HB10_P               LOC = AP29; # Bank  23 - IO_L1P_23
NET  FMC2_HB10_N               LOC = AP30; # Bank  23 - IO_L1N_23
NET  FMC2_HB09_P               LOC = AU31; # Bank  23 - IO_L2P_23
NET  FMC2_HB09_N               LOC = AV31; # Bank  23 - IO_L2N_23
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NET  FMC2_HB08_P               LOC = AU32; # Bank  23 - IO_L5P_23
NET  FMC2_HB08_N               LOC = AV32; # Bank  23 - IO_L5N_23
NET  FMC2_HB07_P               LOC = AU29; # Bank  23 - IO_L14P_23
NET  FMC2_HB07_N               LOC = AV29; # Bank  23 - IO_L14N_VREF_23
NET  FMC2_HB06_CC_P            LOC = AW31; # Bank  23 - IO_L11P_SRCC_23
NET  FMC2_HB06_CC_N            LOC = AY31; # Bank  23 - IO_L11N_SRCC_23
NET  FMC2_HB05_P               LOC = AW30; # Bank  23 - IO_L16P_23
NET  FMC2_HB05_N               LOC = AY30; # Bank  23 - IO_L16N_23
NET  FMC2_HB04_P               LOC = AY32; # Bank  23 - IO_L8P_SRCC_23
NET  FMC2_HB04_N               LOC = BA32; # Bank  23 - IO_L8N_SRCC_23
NET  FMC2_HB03_P               LOC = BD30; # Bank  23 - IO_L19P_23
NET  FMC2_HB03_N               LOC = BD31; # Bank  23 - IO_L19N_23
NET  FMC2_HB02_P               LOC = BA30; # Bank  23 - IO_L17P_23
NET  FMC2_HB02_N               LOC = BB30; # Bank  23 - IO_L17N_23
NET  FMC2_HB01_P               LOC = BB32; # Bank  23 - IO_L13P_23
NET  FMC2_HB01_N               LOC = BC32; # Bank  23 - IO_L13N_23
NET  FMC2_HB00_CC_P            LOC = BB31; # Bank  23 - IO_L10P_MRCC_23
NET  FMC2_HB00_CC_N            LOC = BC31; # Bank  23 - IO_L10N_MRCC_23

##
## FPGA TO FPGA LVDS (4 BANKS, 20 PAIRS PER BANK):
##
NET  U1_B26_LVDS_00_P          LOC =  B31; # Bank  26 - IO_L0P_26
NET  U1_B26_LVDS_00_N          LOC =  A32; # Bank  26 - IO_L0N_26
NET  U1_B26_LVDS_01_P          LOC =  B30; # Bank  26 - IO_L1P_26
NET  U1_B26_LVDS_01_N          LOC =  A30; # Bank  26 - IO_L1N_26
NET  U1_B26_LVDS_02_P          LOC =  C32; # Bank  26 - IO_L2P_26
NET  U1_B26_LVDS_02_N          LOC =  C33; # Bank  26 - IO_L2N_26
NET  U1_B26_LVDS_03_P          LOC =  M30; # Bank  26 - IO_L3P_26
NET  U1_B26_LVDS_03_N          LOC =  M31; # Bank  26 - IO_L3N_26
NET  U1_B26_LVDS_04_P          LOC =  E30; # Bank  26 - IO_L4P_26
NET  U1_B26_LVDS_04_N          LOC =  D30; # Bank  26 - IO_L4N_VREF_26
NET  U1_B26_LVDS_05_P          LOC =  B32; # Bank  26 - IO_L5P_26
NET  U1_B26_LVDS_05_N          LOC =  A33; # Bank  26 - IO_L5N_26
NET  U1_B26_LVDS_06_P          LOC =  N29; # Bank  26 - IO_L6P_26
NET  U1_B26_LVDS_06_N          LOC =  M29; # Bank  26 - IO_L6N_26
NET  U1_B26_LVDS_07_P          LOC =  D31; # Bank  26 - IO_L7P_26
NET  U1_B26_LVDS_07_N          LOC =  C31; # Bank  26 - IO_L7N_26
NET  U1_B26_LVDS_08_P          LOC =  G31; # Bank  26 - IO_L8P_SRCC_26
NET  U1_B26_LVDS_08_N          LOC =  F32; # Bank  26 - IO_L8N_SRCC_26
NET  U1_B26_LVDS_09_P          LOC =  R28; # Bank  26 - IO_L9P_MRCC_26
NET  U1_B26_LVDS_09_N          LOC =  P29; # Bank  26 - IO_L9N_MRCC_26
NET  U1_B26_LVDS_10_P          LOC =  J31; # Bank  26 - IO_L10P_MRCC_26
NET  U1_B26_LVDS_10_N          LOC =  H32; # Bank  26 - IO_L10N_MRCC_26
NET  U1_B26_LVDS_11_P          LOC =  E31; # Bank  26 - IO_L11P_SRCC_26
NET  U1_B26_LVDS_11_N          LOC =  E32; # Bank  26 - IO_L11N_SRCC_26
NET  U1_B26_LVDS_12_P          LOC =  N31; # Bank  26 - IO_L12P_VRN_26
NET  U1_B26_LVDS_12_N          LOC =  M32; # Bank  26 - IO_L12N_VRP_26
NET  U1_B26_LVDS_13_P          LOC =  G30; # Bank  26 - IO_L13P_26
NET  U1_B26_LVDS_13_N          LOC =  F30; # Bank  26 - IO_L13N_26
NET  U1_B26_LVDS_14_P          LOC =  L30; # Bank  26 - IO_L14P_26
NET  U1_B26_LVDS_14_N          LOC =  K31; # Bank  26 - IO_L14N_VREF_26
NET  U1_B26_LVDS_15_P          LOC =  R30; # Bank  26 - IO_L15P_26
NET  U1_B26_LVDS_15_N          LOC =  P30; # Bank  26 - IO_L15N_26
NET  U1_B26_LVDS_16_P          LOC =  L32; # Bank  26 - IO_L16P_26
NET  U1_B26_LVDS_16_N          LOC =  K32; # Bank  26 - IO_L16N_26
NET  U1_B26_LVDS_17_P          LOC =  H31; # Bank  26 - IO_L17P_26
NET  U1_B26_LVDS_17_N          LOC =  G32; # Bank  26 - IO_L17N_26
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NET  U1_B26_LVDS_18_P          LOC =  T29; # Bank  26 - IO_L18P_26
NET  U1_B26_LVDS_18_N          LOC =  T30; # Bank  26 - IO_L18N_26
NET  U1_B26_LVDS_19_P          LOC =  K30; # Bank  26 - IO_L19P_26
NET  U1_B26_LVDS_19_N          LOC =  J30; # Bank  26 - IO_L19N_26

NET  U1_B32_LVDS_13_P          LOC = AM17; # Bank  32 - IO_L0P_32
NET  U1_B32_LVDS_13_N          LOC = AN17; # Bank  32 - IO_L0N_32
NET  U1_B32_LVDS_09_P          LOC = AN18; # Bank  32 - IO_L1P_32
NET  U1_B32_LVDS_09_N          LOC = AP18; # Bank  32 - IO_L1N_32
NET  U1_B32_LVDS_18_P          LOC = AR18; # Bank  32 - IO_L2P_32
NET  U1_B32_LVDS_18_N          LOC = AR17; # Bank  32 - IO_L2N_32
NET  U1_B32_LVDS_12_P          LOC = AK17; # Bank  32 - IO_L3P_32
NET  U1_B32_LVDS_12_N          LOC = AL17; # Bank  32 - IO_L3N_32
NET  U1_B32_LVDS_10_P          LOC = AV17; # Bank  32 - IO_L4P_32
NET  U1_B32_LVDS_10_N          LOC = AW16; # Bank  32 - IO_L4N_VREF_32
NET  U1_B32_LVDS_05_P          LOC = AT17; # Bank  32 - IO_L5P_32
NET  U1_B32_LVDS_05_N          LOC = AU17; # Bank  32 - IO_L5N_32
NET  U1_B32_LVDS_03_P          LOC = AJ18; # Bank  32 - IO_L6P_32
NET  U1_B32_LVDS_03_N          LOC = AK18; # Bank  32 - IO_L6N_32
NET  U1_B32_LVDS_17_P          LOC = AT19; # Bank  32 - IO_L7P_32
NET  U1_B32_LVDS_17_N          LOC = AT18; # Bank  32 - IO_L7N_32
NET  U1_B32_LVDS_14_P          LOC = BB17; # Bank  32 - IO_L8P_SRCC_32
NET  U1_B32_LVDS_14_N          LOC = BC16; # Bank  32 - IO_L8N_SRCC_32
NET  U1_B32_LVDS_00_P          LOC = AL19; # Bank  32 - IO_L9P_MRCC_32
NET  U1_B32_LVDS_00_N          LOC = AL18; # Bank  32 - IO_L9N_MRCC_32
NET  U1_B32_LVDS_08_P          LOC = AN19; # Bank  32 - IO_L10P_MRCC_32
NET  U1_B32_LVDS_08_N          LOC = AP19; # Bank  32 - IO_L10N_MRCC_32
NET  U1_B32_LVDS_01_P          LOC = AV18; # Bank  32 - IO_L11P_SRCC_32
NET  U1_B32_LVDS_01_N          LOC = AW18; # Bank  32 - IO_L11N_SRCC_32
NET  U1_B32_LVDS_06_P          LOC = AM20; # Bank  32 - IO_L12P_VRN_32
NET  U1_B32_LVDS_06_N          LOC = AM19; # Bank  32 - IO_L12N_VRP_32
NET  U1_B32_LVDS_11_P          LOC = AY17; # Bank  32 - IO_L13P_32
NET  U1_B32_LVDS_11_N          LOC = AY16; # Bank  32 - IO_L13N_32
NET  U1_B32_LVDS_07_P          LOC = BC18; # Bank  32 - IO_L14P_32
NET  U1_B32_LVDS_07_N          LOC = BD18; # Bank  32 - IO_L14N_VREF_32
NET  U1_B32_LVDS_15_P          LOC = AJ20; # Bank  32 - IO_L15P_32
NET  U1_B32_LVDS_15_N          LOC = AJ19; # Bank  32 - IO_L15N_32
NET  U1_B32_LVDS_19_P          LOC = AY18; # Bank  32 - IO_L16P_32
NET  U1_B32_LVDS_19_N          LOC = BA18; # Bank  32 - IO_L16N_32
NET  U1_B32_LVDS_16_P          LOC = BA17; # Bank  32 - IO_L17P_32
NET  U1_B32_LVDS_16_N          LOC = BB16; # Bank  32 - IO_L17N_32
NET  U1_B32_LVDS_02_P          LOC = AK20; # Bank  32 - IO_L18P_32
NET  U1_B32_LVDS_02_N          LOC = AL20; # Bank  32 - IO_L18N_32
NET  U1_B32_LVDS_04_P          LOC = BC17; # Bank  32 - IO_L19P_32
NET  U1_B32_LVDS_04_N          LOC = BD16; # Bank  32 - IO_L19N_32

NET  U1_B33_LVDS_00_P          LOC = AR15; # Bank  33 - IO_L0P_33
NET  U1_B33_LVDS_00_N          LOC = AT14; # Bank  33 - IO_L0N_33
NET  U1_B33_LVDS_18_P          LOC = AP15; # Bank  33 - IO_L1P_33
NET  U1_B33_LVDS_18_N          LOC = AP14; # Bank  33 - IO_L1N_33
NET  U1_B33_LVDS_17_P          LOC = AV14; # Bank  33 - IO_L2P_33
NET  U1_B33_LVDS_17_N          LOC = AW14; # Bank  33 - IO_L2N_33
NET  U1_B33_LVDS_09_P          LOC = AJ15; # Bank  33 - IO_L3P_33
NET  U1_B33_LVDS_09_N          LOC = AJ14; # Bank  33 - IO_L3N_33
NET  U1_B33_LVDS_02_P          LOC = AP16; # Bank  33 - IO_L4P_33
NET  U1_B33_LVDS_02_N          LOC = AR16; # Bank  33 - IO_L4N_VREF_33
NET  U1_B33_LVDS_04_P          LOC = AU14; # Bank  33 - IO_L5P_33
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NET  U1_B33_LVDS_04_N          LOC = AV13; # Bank  33 - IO_L5N_33
NET  U1_B33_LVDS_06_P          LOC = AJ16; # Bank  33 - IO_L6P_33
NET  U1_B33_LVDS_06_N          LOC = AK16; # Bank  33 - IO_L6N_33
NET  U1_B33_LVDS_11_P          LOC = AT15; # Bank  33 - IO_L7P_33
NET  U1_B33_LVDS_11_N          LOC = AU15; # Bank  33 - IO_L7N_33
NET  U1_B33_LVDS_16_P          LOC = BA14; # Bank  33 - IO_L8P_SRCC_33
NET  U1_B33_LVDS_16_N          LOC = BA13; # Bank  33 - IO_L8N_SRCC_33
NET  U1_B33_LVDS_03_P          LOC = AK15; # Bank  33 - IO_L9P_MRCC_33
NET  U1_B33_LVDS_03_N          LOC = AL14; # Bank  33 - IO_L9N_MRCC_33
NET  U1_B33_LVDS_08_P          LOC = BC14; # Bank  33 - IO_L10P_MRCC_33
NET  U1_B33_LVDS_08_N          LOC = BD13; # Bank  33 - IO_L10N_MRCC_33
NET  U1_B33_LVDS_14_P          LOC = AW13; # Bank  33 - IO_L11P_SRCC_33
NET  U1_B33_LVDS_14_N          LOC = AY13; # Bank  33 - IO_L11N_SRCC_33
NET  U1_B33_LVDS_12_P          LOC = AL15; # Bank  33 - IO_L12P_VRN_33
NET  U1_B33_LVDS_12_N          LOC = AM15; # Bank  33 - IO_L12N_VRP_33
NET  U1_B33_LVDS_10_P          LOC = BB14; # Bank  33 - IO_L13P_33
NET  U1_B33_LVDS_10_N          LOC = BC13; # Bank  33 - IO_L13N_33
NET  U1_B33_LVDS_01_P          LOC = AU16; # Bank  33 - IO_L14P_33
NET  U1_B33_LVDS_01_N          LOC = AV16; # Bank  33 - IO_L14N_VREF_33
NET  U1_B33_LVDS_15_P          LOC = AM14; # Bank  33 - IO_L15P_33
NET  U1_B33_LVDS_15_N          LOC = AN14; # Bank  33 - IO_L15N_33
NET  U1_B33_LVDS_13_P          LOC = BA15; # Bank  33 - IO_L16P_33
NET  U1_B33_LVDS_13_N          LOC = BB15; # Bank  33 - IO_L16N_33
NET  U1_B33_LVDS_19_P          LOC = AW15; # Bank  33 - IO_L17P_33
NET  U1_B33_LVDS_19_N          LOC = AY15; # Bank  33 - IO_L17N_33
NET  U1_B33_LVDS_07_P          LOC = AM16; # Bank  33 - IO_L18P_33
NET  U1_B33_LVDS_07_N          LOC = AN16; # Bank  33 - IO_L18N_33
NET  U1_B33_LVDS_05_P          LOC = BD15; # Bank  33 - IO_L19P_33
NET  U1_B33_LVDS_05_N          LOC = BD14; # Bank  33 - IO_L19N_33

NET  U1_B34_LVDS_05_P          LOC = AP11; # Bank  34 - IO_L0P_GC_34
NET  U1_B34_LVDS_05_N          LOC = AR11; # Bank  34 - IO_L0N_GC_34
NET  U1_B34_LVDS_14_P          LOC = AR12; # Bank  34 - IO_L1P_GC_34
NET  U1_B34_LVDS_14_N          LOC = AT12; # Bank  34 - IO_L1N_GC_34
NET  U1_B34_LVDS_00_P          LOC = AR10; # Bank  34 - IO_L2P_A15_D31_34
NET  U1_B34_LVDS_00_N          LOC = AT10; # Bank  34 - IO_L2N_A14_D30_34
NET  U1_B34_LVDS_09_P          LOC = AK10; # Bank  34 - IO_L3P_A13_D29_34
NET  U1_B34_LVDS_09_N          LOC = AL10; # Bank  34 - IO_L3N_A12_D28_34
NET  U1_B34_LVDS_01_P          LOC = AU11; # Bank  34 - IO_L4P_A11_D27_34
NET  U1_B34_LVDS_01_N          LOC = AU10; # Bank  34 - 
IO_L4N_VREF_A10_D26_34
NET  U1_B34_LVDS_16_P          LOC = AV12; # Bank  34 - IO_L5P_A09_D25_34
NET  U1_B34_LVDS_16_N          LOC = AV11; # Bank  34 - IO_L5N_A08_D24_34
NET  U1_B34_LVDS_03_P          LOC = AM11; # Bank  34 - IO_L6P_A07_D23_34
NET  U1_B34_LVDS_03_N          LOC = AM10; # Bank  34 - IO_L6N_A06_D22_34
NET  U1_B34_LVDS_19_P          LOC = AW11; # Bank  34 - IO_L7P_A05_D21_34
NET  U1_B34_LVDS_19_N          LOC = AY11; # Bank  34 - IO_L7N_A04_D20_34
NET  U1_B34_LVDS_10_P          LOC = AP13; # Bank  34 - IO_L8P_SRCC_34
NET  U1_B34_LVDS_10_N          LOC = AR13; # Bank  34 - IO_L8N_SRCC_34
NET  U1_B34_LVDS_12_P          LOC = AL12; # Bank  34 - IO_L9P_MRCC_34
NET  U1_B34_LVDS_12_N          LOC = AM12; # Bank  34 - IO_L9N_MRCC_34
NET  U1_B34_LVDS_02_P          LOC = AW10; # Bank  34 - IO_L10P_MRCC_34
NET  U1_B34_LVDS_02_N          LOC = AY10; # Bank  34 - IO_L10N_MRCC_34
NET  U1_B34_LVDS_07_P          LOC = BA10; # Bank  34 - IO_L11P_SRCC_34
NET  U1_B34_LVDS_07_N          LOC = BB10; # Bank  34 - IO_L11N_SRCC_34
NET  U1_B34_LVDS_06_P          LOC = AN11; # Bank  34 - IO_L12P_A03_D19_34
NET  U1_B34_LVDS_06_N          LOC = AP10; # Bank  34 - IO_L12N_A02_D18_34
NET  U1_B34_LVDS_13_P          LOC = AT13; # Bank  34 - IO_L13P_A01_D17_34
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NET  U1_B34_LVDS_13_N          LOC = AU12; # Bank  34 - IO_L13N_A00_D16_34
NET  U1_B34_LVDS_17_P          LOC = AY12; # Bank  34 - IO_L14P_A25_34
NET  U1_B34_LVDS_17_N          LOC = BA12; # Bank  34 - 
IO_L14N_VREF_A24_34
NET  U1_B34_LVDS_18_P          LOC = AK13; # Bank  34 - IO_L15P_A23_34
NET  U1_B34_LVDS_18_N          LOC = AL13; # Bank  34 - IO_L15N_A22_34
NET  U1_B34_LVDS_04_P          LOC = BB11; # Bank  34 - IO_L16P_A21_34
NET  U1_B34_LVDS_04_N          LOC = BC11; # Bank  34 - IO_L16N_A20_34
NET  U1_B34_LVDS_11_P          LOC = BD11; # Bank  34 - IO_L17P_A19_34
NET  U1_B34_LVDS_11_N          LOC = BD10; # Bank  34 - IO_L17N_A18_34
NET  U1_B34_LVDS_15_P          LOC = AN13; # Bank  34 - IO_L18P_A17_34
NET  U1_B34_LVDS_15_N          LOC = AN12; # Bank  34 - IO_L18N_A16_34
NET  U1_B34_LVDS_08_P          LOC = BB12; # Bank  34 - IO_L19P_VRN_34
NET  U1_B34_LVDS_08_N          LOC = BC12; # Bank  34 - IO_L19N_VRP_34

##
## GTX REFCLKS:
##
NET  U2_MGTREFCLK0_100_P       LOC = BA37; # Bank 100 - MGTREFCLK0P_100
NET  U2_MGTREFCLK0_100_N       LOC = BA38; # Bank 100 - MGTREFCLK0N_100
NET  U2_MGTREFCLK1_100_P       LOC = AW37; # Bank 100 - MGTREFCLK1P_100
NET  U2_MGTREFCLK1_100_N       LOC = AW38; # Bank 100 - MGTREFCLK1N_100
NET  U2_MGTREFCLK0_101_P       LOC = AU37; # Bank 101 - MGTREFCLK0P_101
NET  U2_MGTREFCLK0_101_N       LOC = AU38; # Bank 101 - MGTREFCLK0N_101
NET  U2_MGTREFCLK1_101_P       LOC = AR37; # Bank 101 - MGTREFCLK1P_101
NET  U2_MGTREFCLK1_101_N       LOC = AR38; # Bank 101 - MGTREFCLK1N_101
NET  U2_MGTREFCLK0_103_P       LOC = AF35; # Bank 103 - MGTREFCLK0P_103
NET  U2_MGTREFCLK0_103_N       LOC = AF36; # Bank 103 - MGTREFCLK0N_103
NET  U2_MGTREFCLK1_103_P       LOC = AD35; # Bank 103 - MGTREFCLK1P_103
NET  U2_MGTREFCLK1_103_N       LOC = AD36; # Bank 103 - MGTREFCLK1N_103
NET  U2_MGTREFCLK0_104_P       LOC = AB35; # Bank 104 - MGTREFCLK0P_104
NET  U2_MGTREFCLK0_104_N       LOC = AB36; # Bank 104 - MGTREFCLK0N_104
NET  U2_MGTREFCLK1_104_P       LOC =  Y35; # Bank 104 - MGTREFCLK1P_104
NET  U2_MGTREFCLK1_104_N       LOC =  Y36; # Bank 104 - MGTREFCLK1N_104
NET  U2_MGTREFCLK0_111_C_P     LOC =  AU8; # Bank 111 - MGTREFCLK0P_111
NET  U2_MGTREFCLK0_111_C_N     LOC =  AU7; # Bank 111 - MGTREFCLK0N_111
NET  U2_MGTREFCLK1_111_C_P     LOC =  AR8; # Bank 111 - MGTREFCLK1P_111
NET  U2_MGTREFCLK1_111_C_N     LOC =  AR7; # Bank 111 - MGTREFCLK1N_111
NET  U2_MGTREFCLK0_114_C_P     LOC = AB10; # Bank 114 - MGTREFCLK0P_114
NET  U2_MGTREFCLK0_114_C_N     LOC =  AB9; # Bank 114 - MGTREFCLK0N_114
NET  U2_MGTREFCLK1_114_C_P     LOC =  Y10; # Bank 114 - MGTREFCLK1P_114
NET  U2_MGTREFCLK1_114_C_N     LOC =   Y9; # Bank 114 - MGTREFCLK1N_114

##
## GTH REFCLKS:
##
NET  U2_MGTREFCLK_106_P        LOC =  R41; # Bank 106 - MGTREFCLKP_106
NET  U2_MGTREFCLK_106_N        LOC =  R42; # Bank 106 - MGTREFCLKN_106
NET  U2_MGTREFCLK_107_P        LOC =  J41; # Bank 107 - MGTREFCLKP_107
NET  U2_MGTREFCLK_107_N        LOC =  J42; # Bank 107 - MGTREFCLKN_107
NET  U2_MGTREFCLK_108_P        LOC =  E41; # Bank 108 - MGTREFCLKP_108
NET  U2_MGTREFCLK_108_N        LOC =  E42; # Bank 108 - MGTREFCLKN_108
NET  U2_MGTREFCLK_116_P        LOC =   R4; # Bank 116 - MGTREFCLKP_116
NET  U2_MGTREFCLK_116_N        LOC =   R3; # Bank 116 - MGTREFCLKN_116
NET  U2_MGTREFCLK_117_P        LOC =   J4; # Bank 117 - MGTREFCLKP_117
NET  U2_MGTREFCLK_117_N        LOC =   J3; # Bank 117 - MGTREFCLKN_11
NET  U2_MGTREFCLK_118_P        LOC =   E4; # Bank 118 - MGTREFCLKP_118
NET  U2_MGTREFCLK_118_N        LOC =   E3; # Bank 118 - MGTREFCLKN_118
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##
## INTERLOCKEN AIRMAX CONNECTOR FLOW CONTROL:
##
NET  U2_AMR4_FC_LS_SYNC        LOC =  C12; # Bank  35 - IO_L0P_35
NET  U2_AMR4_FC_LS_DATA        LOC =  C11; # Bank  35 - IO_L0N_35
NET  U2_AMR4_FC_LS_CK          LOC =  A13; # Bank  35 - IO_L1P_35

NET  U2_AMH4_FC_LS_SYNC        LOC =  A12; # Bank  35 - IO_L1N_35
NET  U2_AMH4_FC_LS_DATA        LOC =  B11; # Bank  35 - IO_L2P_SM0P_35
NET  U2_AMH4_FC_LS_CK          LOC =  A10; # Bank  35 - IO_L2N_SM0N_35

##
## INTERLOCKEN AIRMAX CONNECTOR I/O CONTROL:
##
NET  U2_AMH4_IO7               LOC =  G34; # Bank  25 - IO_L14P_25
NET  U2_AMH4_IO6               LOC =  F34; # Bank  25 - IO_L14N_VREF_25
NET  U2_AMH4_IO5               LOC =  R33; # Bank  25 - IO_L15P_SM15P_25
NET  U2_AMH4_IO4               LOC =  P33; # Bank  25 - IO_L15N_SM15N_25
NET  U2_AMH4_IO3               LOC =  J34; # Bank  25 - IO_L17P_25
NET  U2_AMH4_IO2               LOC =  H34; # Bank  25 - IO_L17N_25
NET  U2_AMH4_IO1               LOC =  R31; # Bank  25 - IO_L18P_GC_25
NET  U2_AMH4_IO0               LOC =  R32; # Bank  25 - IO
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Appendix E

ML630C Schematic Page List

Table E-1: ML630C Schematic Page List

Page 
No.

Contents Ref. Des. on This Page
Figure 1-2
Callout No.

1 Title and Disclaimer NA

2 PGA U1 Block Diagram NA

3 PGA U2 Block Diagram NA

4 JTAG Chain Diagram NA

Begin Circuitry Shared by Both FPGA U1 and FPGA U2

5 SystemACE IC with CompactFlash Socket U47, U46 18

6 Embedded JTAG USB Mini-B connector J20 16

6 Embedded JTAG CY7C68013A and XC2C256 U48, U45 17

7 Embedded JTAG 24LC00T EEPROM, MAX6412UK22 POR, 
DS2411 ESN and support circuitry

U39, U40, U37 NA

8 Board-wide fixed 3.3V (6A) TI PTH12000WAH voltage 
regulator

U6 15

9 SMA differential clock inputs, four pairs. J167/8, J169/J170, J171/2, J9/
J10

37, 38, 39, 40

9 Each pair drives a 1-to-2 3.3V LVPECL ICS85311AMLF clock 
buffer

U96, U97, U98, U99 37, 38, 39, 40

10 I2C controlled clock generation: I2C bus TI TXS0104EDR 
level-shifter, I2C 1-to-8 mux PCS9548APW, M24C03 EEPROM

U128, U31, U59 47

10
Four I2C programmable Si570BAB000544DG 
10 MHz–810 MHz 3.3V LVDS clock sources (bottom of board) U43, U44, U51, U52 41

10
Each Si570 clock source drives a 1-to-2 3.3V LVPECL 
ICS85311AMLF clock buffer (bottom of board) U53, U54, U55, U56 41

11
Pg.10 3.3V LVPECL clock buffer resistor terminations, Pg.12, 
13 ICS85356AGILF mux input resistor terminations NA NA

12
Three dual 2-to-1 ICS85356AGILF 3.3V LVDS in, 3.3V 
LVPECL out differential clock mux U102, U115, U116 45a

12
Differential SMA input pair to ICS854S006AGILF 1-to-6 3.3V 
LVDS clock buffer (bottom of board) U126, J124, J125 45a, 43
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13
Three dual 2-to-1 ICS85356AGILF 3.3V LVDS in, 3.3V 
LVPECL out differential clock mux U120, U121, U122 45b

13
Differential SMA input pair to ICS854S006AGILF 1-to-6 3.3V 
LVDS clock buffer (bottom of board) U127, J126, J127 45b, 44

14
Two TI SN65LVCP408PAP 8x8 differential clock cross-point 
switch ICs U57, U58 42

14
Two 1-to-2 3.3V LVPECL ICS85311AMLF clock buffers 
(bottom of board) U113, U114 46

Begin FPGA U1 Specific Circuitry Pages

15
FPGA U1 USB Mini-B connector and SI CP2103GM 
USB-to-UART Bridge IC

J54, U26 24

15
I2C programmable Si570BAB000544DG 10 MHz-810 MHz 
3.3V LVDS clock source (bottom of board)

U64 46

15
Driving ICS854S006AGILF 1-to-6 3.3V LVDS clock buffer (top 
of board)

U13 46

16
FPGA U1 SITIME SIT9102AI-243N25E200.0000 fixed 
200 MHz 2.5V LVDS clock source (bottom of board)

U22 25

16 FPGA U1 PROG. P.B. switch, INIT and DONE LEDs SW5, DS20, DS56 21

16
FPGA U1 4 user P.B. and 1 user 8-pole DIP switch, 
eight user LEDs, 2X6 user GPIO male header, 2X5 VGA video 
debug header

SW4,6,8,9, SW7; DS10-DS17, 
J285, J16

23a, 23b

17
FPGA U1 System Monitor power filter and thermal diode test 
points

J183, J119 NA

18
FPGA U1 MGTX Banks 100, 101, 102; MGTREFCLKXP/
N_101; Part of 24-channel GTX U1-to-U2 interface

U1 1

19
FPGA U1 MGTX Banks 103, 104, 105; MGTREFCLKXP/
N_104; Part of 24-channel GTX U1-to-U2 interface

U1 1

20
FPGA U1 MGTH Banks 106, 107, 108; FCI AirMax 
"Interlaken" male plug connector P3

P3, U1 1, 32

21
FCI AirMax "Interlaken" female receptacle connector J3; 
Two P3/J3 control signal TXB0104DR level-shifters

J3, U107, U108 32

22
FPGA U1 MGTH Banks 116, 117, 118; "Interlaken" P3/J3 
connectivity

U1 1

23
FPGA U1 MGTX Banks 110, 111, 112; FCI AirMax "Interlaken" 
male plug connector P2

P2 34

24
FCI AirMax "Interlaken" female receptacle connector J2; 
Two P2/J2 control signal TXB0104DR level-shifters

J2, U105, U106 34

25
FCI AirMax "Interlaken" Female receptacle connector J1 and 
J2 series 0.1 µF RX capacitors

NA NA
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26
FPGA U1 MGTX Banks 113, 114, 115; FCI AirMax "Interlaken" 
male plug connector P1 U1 31

27
FCI AirMax "Interlaken" female receptacle connector J1; 
Two P1/J1 control signal TXB0104DR level-shifters J1, U103, U104 31

28 FPGA U1 Bank 28 (P.B. inputs) and Bank 38 (DIP SW inputs) U1 1

29 BLANK - Placeholder page NA NA

30 FPGA U1 Bank 27 no-connect and Bank 37 no-connect U1 NA

31 BLANK - Placeholder page NA NA

32 FPGA U1 Bank 0 (Configuration) and Bank RSVD U1 1

33 FPGA U1 Bank 31 FMC1 Conn. J290 P/N pairs HB[18:00] U1 1

33
FPGA U1 Bank 21 FMC1 Conn. J290 P/N pairs HB[21:20], 
HA[23:17], U1_AMH2_IO[7:0],U1_AMH1_IO[7:0] U1 1

34
FPGA U1 Bank 22 U1_B34_LVDS_[19:00]_P/N; Bank 23 
U1_B33_LVDS_[19:00]_P/N

U1 1

35 FPGA U1 Bank 24 U1_B32_LVDS_[19:00]_P/N U1 1

35
FPGA U1 Bank 25 U1_USER_IO_[6:1], U1_USER_LED_8:1], 
U1_AMH3_IO[7:0], U1_VGA_IF, U1_LVDS_OSC_P/N

U1 1

36
FPGA U1 Bank 26 U1_B26_LVDS_[19:00]_P/N; Bank 32 
FMC1 Connector LA[33:17]

U1 1

37
FPGA U1 Bank 33 FMC1 Conn. J290 P/N pairs LA[16:00], 
FMC1_CLK1_M2C_P/N

U1 1

37
FPGA U1 Bank 34 FMC1 Conn. J290 P/N pairs HA[16:00], 
FMC1_CLK0_M2C_P/N

U1 1

38

FPGA U1 Bank 35 U1_AMH3_FC_LS_IF, 
U1_AMH2_FC_LS_IF, U1_AMH1_FC_LS_IF, U1_SDA/
SCL_MAIN, U1_SI570_5_P/N, U1_SI570_4_P/N, 
U1_USB_UART_IF

U1 1

38 FPGA U1 Bank 36 no-connect U1 1

39 FMC1 Connector J290 Row A, B and C J290 48

40
FMC1 Connector J290 Row D; FMC1 JTAG bypass header J51; 
U1 FPGA video debug 2x6 male header J16 with color scaling 
resistors

J16, J290 23, 48

41 FMC1 Connector J290 Row E, F and G J290 48

42 FMC1 Connector J290 Row H, J and K J290 48

43 FMC1 Connector J290 GND J290 48

44
FPGA U1 Bank MGTHAVCCPLL_L and R power; FPGA U1 
Bank MGTHAVTT_L and R power

U1 1
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45
FPGA U1 Bank MGTHAVCCRX_L and R power; FPGA U1 
Bank MGTHAVCC_L and R power U1 1

46 FPGA U1 Bank MGTHAGND_L and R power U1 1

47 FPGA U1 Bank MGTAVCC_LN, LS, RN and RS power U1 1

48 FPGA U1 Bank MGTAVTT_LN, LS, RN and RS power U1 1

49 FPGA U1 Bank GND1 and GND2 U1 1

50 FPGA U1 Bank VCCINT and VCCAUX U1 1

51
FPGA U1 12V input power connectors J122 and J141, U1 fan 
power header J221

J122,J141,J221 4

52
U1/U2 core power UCD9240 controller U8 CD74BC4051 
temperature mux U28

U28 7

52
U1 MGTH power UCD9240 controller U19 CD74BC4051 
temperature mux U15

U15 7

52 U1/U2 MGTX power UCD9240 controller U32 CD74BC4051 
temperature mux U27

U27 7

53 U1/U2 core power UCD9240 controller U8 U8 7

54
U1 core power VCCINT U10, U41 TI PTD08A020W 40A power 
circuit with series current sense resistors and U16, U42 op 
amps

U10, U16, U41, U42 9

55 U1 core power VCCAUX U12 TI PTD08A020W 20A power 
circuit with series current sense resistors and U17 op amp

U12, U17 9

56
U2 core power VCCINT U81, U82 TI PTD08A020W 40A power 
circuit with series current sense resistors and U85, U86 op 
amps

U81, U82, U85, U86 12

57
U2 core power VCCAUX U83 TI PTD08A020W 20A power 
circuit with series current sense resistors and U87 op amp

U83, U87 12

58 U1 MGTH power TI UCD9240 controller U19 U19 7

59
U1 MGTH power MGTHAVCC U3 TI PTH08A010W 10A 
power circuit with series current sense resistors and U33 op 
amp

U3, U33 11

60
U1 MGTH power MGTHAVCCRX U14 TI PTH08A006W 6A 
power circuit with series current sense resistors and U34 op 
amp

U14, U34 11

61
U1 MGTH power MGTHAVTT U20 TI PTH08A006W 6A 
power circuit with series current sense resistors and U35 op 
amp

U20, U35 11

62
U1 MGTH power MGTHAVCCPLL U21 TI PTH08A006W 6A 
power circuit with series current sense resistors and U36 op 
amp

U21, U36 11
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63 U1/U2 MGX power TI UCD9240 controller U32 U32 7

64
U1 MGTX power MGTXAVCC U4 TI PTH08A010W 10A 
power circuit with series current sense resistors and U29 op 
amp

U4, U29 10

65
U1 MGTX power MGTXAVTT U5 TI PTH08A010W 10A 
power circuit with series current sense resistors and U30 op 
amp

U5, U30 10

66
U2 MGTX power MGTXAVCC U73 TI PTH08A010W 10A 
power circuit with series current sense resistors and U94 op 
amp

U73, U94 13

67
U2 MGTX power MGTXAVTT U74 TI PTH08A010W 10A 
power circuit with series current sense resistors and U95 op 
amp

U74, U95 13

68 BLANK - Placeholder page NA NA

Begin FPGA U2 Specific Circuitry Pages

69 FPGA U2 SI CP2103GM USB-to-UART Bridge IC U79 29

69
I2C programmable Si570BAB000544DG 10 MHz–810 MHz 
3.3V LVDS clock source (bottom of board)

U65 46

69
driving ICS854S006AGILF 1-to-6 3.3V LVDS clock buffer (top 
of board)

U18 46

70
FPGA U2 SITIME SIT9102AI-243N25E200.0000 fixed 
200 MHz 2.5V LVDS clock source (bottom of board) 

U63 30

70 FPGA U2 PROG. P.B. switch, INIT and DONE LEDs SW11, DS54, DS29 26

70
FPGA U2 4 USER P.B. and 1 user 8-pole DIP switch, eight user 
LEDs, 2X6 user GPIO male header, 2X5 VGA video debug 
header

SW12-15, SW16; 
DS30-DS35,DS37,DS38; J103, 

J110
27,28

71
FPGA U2 System Monitor power filter and thermal diode test 
points

J76, J77 NA

72
FPGA U2 MGTX Banks 100, 101, 102; MGTREFCLKXP/
N_101; Part of 24-channel GTX U1-to-U2 interface

U2 2

73
FPGA U1 MGTX Banks 103, 104, 105; MGTREFCLKXP/
N_104; Part of 24-channel GTX U1-to-U2 interface

U2 2

74
FPGA U2 MGTH Banks 106, 107, 108; FCI AirMax 
"Interlaken" male plug connector P4

P4, U2 35, 2

75
FCI AirMax "Interlaken" Female receptacle connector J4; Two 
P4/J4 control signal TXB0104DR level-shifters

J4, U109, U110 35

76
FPGA U2 MGTH Banks 116, 117, 118; "Interlaken" P4/J4 
connectivity

U2 2

77
FCI AirMax "Interlaken" female receptacle connector J4 series 
0.1 µF RX capacitors

NA NA
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78
FPGA U2 MGTX Banks 110, 111, 112; FCI AirMax "Interlaken" 
male plug connector P2 U2 35

79 FPGA U2 MGTX Banks 113, 114, 115 U2 2

80 FPGA U2 Bank 28 (P.B. inputs) and Bank 38 (DIP SW inputs) U2 2

81 BLANK - Placeholder page NA NA

82 FPGA U2 Bank 27 no-connect and Bank 37 no-connect U2

83 BLANK - Placeholder page NA NA

84 FPGA U2 Bank 0 (Configuration) and Bank RSVD U2 2

85
FPGA U2 Bank 31 FMC2 Conn. J104 P/N pairs HA[16:00]; 
FMC2_CLK0_M2C_P/N U2 2

85
FPGA U2 Bank 21 FMC2 Conn. J104 P/N pairs LA[16:00]; 
FMC2_CLK1_M2C_P/N U2 2

86 FPGA U2 Bank 22 FMC2 Conn. J104 P/N pairs LA[33:17] U2 2

86 FPGA U2 Bank 23 FMC2 Conn. J104 P/N pairs HB[18:00] U2 2

87 FPGA U2 Bank 24 FMC2 Conn. J104 P/N pairs HB[21:20]; 
HA[23:17]; U2_LVDS_OSC_P/N

U2 2

87 FPGA U2 Bank 25 U2_USER_IO_[6:1], U2_USER_LED_[8:1], 
U1_AMH4_IO[7:0], U2_VGA_IF

U2 2

88 FPGA U2 Bank 26 U1_B26_LVDS_[19:00]_P/N; Bank 32 
U1_B32_LVDS_[19:00]_P/N

U2 2

89 FPGA U2 Bank 33 U1_B33_LVDS_[19:00]_P/N; Bank 34 
U1_B34_LVDS_[19:00]_P/N

U2 2

90
FPGA U2 Bank 35 U2_AMH4_FC_LS_IF, U2_SDA/
SCL_MAIN, U2_SI570_5_P/N, U2_SI570_4_P/N, 
U2_USB_UART_IF; U2_GTHREFCLK_LS_SEL[1:0]

U2 2

90 FPGA U2 Bank 36 no-connect U2 2

91 FMC2 Connector J104 Row A, B and C J104 49

92
FMC2 Connector J104 Row D; FMC2 JTAG bypass header 
J101; U2 FPGA video debug 2x6 male header J110 with color 
scaling resistors

J104, J110 28, 49

93 FMC2 Connector J104 Row E, F and G J104 49

94 FMC2 Connector J104 Row H, J and K J104 49

95 FMC2 Connector J104 GND J104 49

96
FPGA U2 Bank MGTHAVCCPLL_L and R power; FPGA U2 
Bank MGTHAVTT_L and R power U2 2

97
FPGA U2 Bank MGTHAVCCRX_L and R power; FPGA U2 
Bank MGTHAVCC_L and R power U2 2

Table E-1: ML630C Schematic Page List

Page 
No.

Contents Ref. Des. on This Page
Figure 1-2
Callout No.

http://www.xilinx.com


ML630 Board User Guide www.xilinx.com 97
UG828 (v1.0) September 28, 2011

98 FPGA U2 Bank MGTHAGND_L and R power U2 2

99 FPGA U2 Bank MGTAVCC_LN, LS, RN and RS power U2 2

100 FPGA U2 Bank MGTAVTT_LN, LS, RN and RS power U2 2

101 FPGA U2 Bank GND1 and GND2 U2 2

102 FPGA U2 Bank VCCINT and VCCAUX U2 2

103
FPGA U2 12V input power connectors J75 and J102, U2 fan 
power header J105

J75, J102, J105 4

104
U2 MGTH UCD9240 controller U77 CD74BC4051 
temperature mux U60

U60 7

105 U2 MGTH power TI UCD9240 controller U77 U77 7

106
U2 MGTH power MGTHAVCC U72 TI PTH08A010W 10A 
power circuit with series current sense resistors and U90 op 
amp

U72, U90 14

107
U2 MGTH power MGTHAVCCRX U67 TI PTH08A006W 6A 
power circuit with series current sense resistors and U9 op 
amp

U67, U91 14

108
U2 MGTH power MGTHAVTT U68 TI PTH08A006W 6A 
power circuit with series current sense resistors and U92 op 
amp

U68, U92 14

109
U2 MGTH power MGTHAVCCPLL U69 TI PTH08A006W 6A 
power circuit with series current sense resistors and U93 op 
amp

U69, U93 14

110 ML630 Mechanical Components NA NA

111 ML630 Board FPGA U1 Power Block Diagram NA NA

112 ML630 Board FPGA U2 Power Block Diagram NA NA

113 ML630 REV B to REV C change list NA NA

Table E-1: ML630C Schematic Page List

Page 
No.

Contents Ref. Des. on This Page
Figure 1-2
Callout No.

http://www.xilinx.com


98 www.xilinx.com ML630 Board User Guide
UG828 (v1.0) September 28, 2011

Appendix E: ML630C Schematic Page List

http://www.xilinx.com


ML630 Board User Guide www.xilinx.com 99
UG828 (v1.0) September 28, 2011

Appendix F

Documents and Resources

Documents
Links to specific documents relevant to Virtex®-6 devices, the ML630 Virtex-6 HXT Optical 
Transmission Network Evaluation Board, and intellectual property are listed here:

1. DS080, System ACE CompactFlash Solution.

2. DS150, Virtex-6 Family Overview

3. DS152, Virtex-6 FPGA Data Sheet: DC and Switching Characteristics

4. UG360, Virtex-6 FPGA Configuration User Guide

5. UG361, Virtex-6 FPGA SelectIO Resources User Guide

6. UG362, Virtex-6 FPGA User Guide: Clocking Resources

7. UG364, Virtex-6 FPGA Configurable Logic Block User Guide

8. UG365, Virtex-6 FPGA Packaging and Pinout Specifications

9. UG366, Virtex-6 FPGA GTX Transceivers User Guide

10. UG370, Virtex-6 FPGA System Monitor User Guide

11. UG371, Virtex-6 FPGA GTH Transceivers User Guide

12. DS581, XPS External Peripheral Controller (EPC) Data Sheet

13. DS606, XPS IIC Bus Interface (v2.00a) Data Sheet

Other documents associated with Xilinx devices, design tools, intellectual property, 
boards, and kits are available at the Xilinx documentation website at:

http://www.xilinx.com/support/documentation/index.htm

Webpages
General information for the ML630 board and evaluation kit is available at:

http://www.xilinx.com/products/boards-and-kits/EK-V6-ML630-G.htm

View and download the latest ML630 board schematics, bill of materials, reference design 
files, and user guides from:

http://www.xilinx.com/products/boards/ml630/reference_designs.htm

Product Support
The Xilinx product support website provides access to product support resouces including 
contact information, training, forums, access to an answer record database, and more. Go 
to:

http://www.xilinx.com/support.

http://www.xilinx.com
http://www.xilinx.com/support/documentation/data_sheets/ds080.pdf
http://www.xilinx.com/support/documentation/boards_and_kits/ug806_13_2.pdf
http://www.xilinx.com/support/documentation/data_sheets/ds150.pdf
http://www.xilinx.com/support/documentation/data_sheets/ds152.pdf
http://www.xilinx.com/support/documentation/user_guides/ug360.pdf
http://www.xilinx.com/support/documentation/user_guides/ug361.pdf
http://www.xilinx.com/support/documentation/user_guides/ug362.pdf
http://www.xilinx.com/support/documentation/user_guides/ug364.pdf
http://www.xilinx.com/support/documentation/user_guides/ug365.pdf
http://www.xilinx.com/support/documentation/user_guides/ug366.pdf
http://www.xilinx.com/support/documentation/user_guides/ug370.pdf
http://www.xilinx.com/support/documentation/user_guides/ug371.pdf
http://www.xilinx.com/support/documentation/ip_documentation/xps_epc.pdf
http://www.xilinx.com/support/documentation/ip_documentation/xps_iic.pdf
http://www.xilinx.com/support/documentation/index.htm
http://www.xilinx.com/products/boards-and-kits/EK-V6-ML630-G.htm
http://www.xilinx.com/products/boards/ml630/reference_designs.htm
http://www.xilinx.com/support
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